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EQUIPMENT � SIDE LEVER GREASE GUNS
Description Part Code

Professional Side Lever Grease Gun 
For 400g Cartridges or 500g Bulk Fill, Short stroke delivery system ‐  
Guaranteed lubrication with minimal lever action. 
Metered Output, Permanent Spring Load Design, Filler Nipple Air Release Valve, Ergonomic 
Hand Grip Thread 1/8” BSP 
Colour: Silver Packaging: Display Carton TUV, DLG and BLT Approved 
Professional Side Lever Grease Gun with 6” Rigid Tube and 4‐Jaw Hydraulic 
Connector 

Heavy Duty Side Lever Grease Gun 
For 400g Cartridges or 500g Bulk Fill 
Metered Output, Permanent Spring Load Design, Filler Nipple Air Release Valve, Ergonomic 
Hand Grip Thread 1/8” BSP 
Colour: Blue  Packaging: Display Carton TUV, DLG and BLT Approved 
With 6” (150mm) Rigid Tube and 4‐Jaw Hydraulic Connector 
With 9” (225mm) High Pressure Flexy Rubber Hose and 4‐Jaw  Hydraulic Connector 

Standard Side Lever Grease Gun 
For 400g Cartridges or 500g Bulk Fill  
Metered Output, Permanent Spring Load Design, Filler Nipple and Air Release Valve.  
Thread 1/8” BSP  
Colour Silver  Packaging: Polybag Printed with Instructions 
With 6” (150mm) Rigid Tube and 4‐Jaw Hydraulic Connector 
With 9” (225mm) High Pressure Flexy Rubber Hose and 4‐Jaw  Hydraulic Connector

 

Side Lever Grease Gun with Pressure Gauge 
To same specification as BSLGH above, but fitted with  Pressure Gauge (0 ‐ 400 bar) and 
ergonomic handgrip Gun Body Only. 

Wanner Heavy Duty Hand Compressor (206) 
For 400g Cartridge or 500g Bulk Fill 
Screw Type Air Release and Tapered Filling Adaptor Pressure Capability: 560 bar (8,500 
psi) Thread 1/8” BSP 
Suitable for Silicone Grease, Made in Switzerland.
Gun body only. 

Contractors Side Lever Grease Gun 
For 400 gr. Cartridges or 500 gr. Bulk Fill, Air Release Valve and Plastic Hand Grip. 
Thread 1/8” BSP 
Colour: Red Packaging: Printed Colour Carton 

 

Plastic Bodied Side Lever Grease Gun 
Plastic Bodied Side Lever Grease Gun ideal for use in food area environments. It comes 
with a heavy duty cast head c/w air bleed valve. Zinc plated handle with plastic hand 
grip. Can be supplied with rigid or flexi hose and hydraulic connector. Designed to fit all 
standard 400g cartidges. No paint to chip!

30 411 06

 

1066 
1066/RF9

 

BSLGH 
BSLGH/RF9
  

30 526 90

 
 

37590 

 

VSLGH 

 

PSLGH 
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EQUIPMENT � SIDE LEVER GREASE GUNS
Description Part Code

Side Lever ‘Clear Vision’ Grease Gun 
Heavy Duty grease gun fitted with unique ‘Clear Vision’ transparent barrel for  
punishing every day use.  The gun come complete with a 6” steel extension and 4‐jaw 
hydraulic connector.

 

Pistol Grip ‘Clear Vision’ Grease Gun 
Single hand operation grease gun fitted with the unique ‘clear vision’ transparent barrel. 
This gun is designed for use in confined spaces or where access to the grease nipple is 
limited. 
Tough and impact resistant polycarbonate barrel with die cast aluminium fittings 
Develops 5,000 PSI / 345 BAR Delivers up to 0.50 gms / stroke 
Complete with 12” flexible extension and professional 4‐jaw coupler Refillable options: 
400g cartridge or manual fill 

Air Operated Continuous Flow Grease Gun 
Air Operated Grease Gun, Continuous flow with unique feature of 360° 
Swivelling Head providing ease of use. For standard grease cartridges of bulk fill. Supplied 
with rigid tube and four jaw connector. 

 

MATO ‐ One Hand Air Operated Grease Gun DF  
For use with grease cartridges 400g, filler pump or bulk fill, connecting  thread 1/8”.  For 
greases up to NLGI 2, DIN 51818
Single shot system (1cc per stroke)
Pressure ratio 60:1, Air pressure from 3 to max. 8 bar
Maximum working pressure 480 bar / 6.950 psi 
DF 500  with rigid tube E4024 with hydraulic connector
DF 501  with rubber hose RH‐30C with hydraulic connector

MATO ‐ One Hand Air Operated Oil Gun DFO 
Technical data as above but with oil tight inner piston.
Accessory set includes hydraulic connector with non‐return valve 
Air Operated Oil Gun DFO 500, Rigid tube 
Air Operated Oil Gun DFO 501, Rubber hose RH‐30C 

Grease Gun Fixing Clamp 
A clamp action holder for fastening & retaining grease guns securely to vehicles, plant and 
equipment.  Fits all standard 14oz / 400cc grease guns. 

 

Fixing Clip for Grease Guns with Magnetic Bracket  
Fixing Clip for Grease Gun with magnetic bracket (permanent magnet) for Grease Guns 
and other devices with a tube of 56mm dia. 
Suitable for universal attachment on magnetic surfaces  

Alemite 20 Volt Li-Ion Battery Grease Gun  
This 596 series cordless grease gun features built‐in intelligence, liquid crystal display 
(LCD) that indicates cartridge level, battery charge level and grease dispensed. The two‐
speed grease gun delivers up to 15 grease cartridges per battery charge. 

ZLGGC  

    
     

ZPGGC 

 

PNO 

 

34 100 01
34 100 56

34 101 00 
34 101 24 

 

BGGCH 

 

32 460 44 
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Description Part Code

 � ONE-HAND GREASE GUN

 � BULK FILL SYSTEM GUNS

One‐Hand Grease Gun, Pistol Grip 
For 400g cartridges or 500g bulk fill, with combined air release valve/filler point, (for use 
with filler pumps) 
Pressure capability over 300 bar, zinc plated, packed in carton. New ergonomically 
engineered Heavy‐Duty‐Design, Delivery tube can be fitted either horizontally or vertically 
ensuring optimal access for even difficult to reach lubrication points. With 6” (150mm) Rigid 
Tube and 4 jaw Hydraulic Connector 

Wanner One‐Hand Grease Gun 
120g Capacity, Screw type Air  Release Valve 
Swivelling and Lockable Rigid Tube with 4 jaw Hydraulic Connector Pressure Capability : 
400 bar (6,000 psi) 

One Hand Grease Gun 
85 g Capacity With 4” (100mm) Rigid Tube and 4 jaw Hydraulic Connector 
Dual Outlet for One Hand or Mini Side Lever Action Pressure Capability: 200bar 

One Hand Cartridge Grease Gun 
For 400g Cartridge or 500g Bulk Fill 
Comes complete with 9” (228mm) Rubber Hose and 4 Jaw Hydraulic Connector. 
Suitable for use with Silicon Grease. 
One Hand Grease Gun 

Push Type Grease Guns (Low Pressure) 
Steel bodied with Universal Connector 
30g Capacity 
125g Capacity 

Push Type Grease Guns (High Pressure) 
High pressure push type grease guns supplied with Universal and Conical Connectors, 
with red protection cap. 
Type PT80, 80cc capacity Pressure 200 bar (zinc plated) 
Type PT150, 150cc capacity Pressure 200 bar (zinc plated) 
Type PT300, 300cc capacity Pressure 200 bar (zinc plated) 

Filler Guns 
Filler Guns are designed for rapid filling of Automatic Lubricator  
Reservoirs with standard grease cartridges. Two models are available, either with a spigot 
fitting or a M26 X 1.5mm female  thread. 
Filler Gun with Spigot - Beka-Max Pump 
Filler Gun with Female Thread - Lincoln Pump 

 

Filler Gun Adaptors for Filler Guns Spigot & Screw Type 
For Filler Gun 36-9002
Filler Adaptor M20 X 1.5  
Filler Adaptor M22 X 1.5
For Filler Gun 36-9027
Straight Adaptor Male M22 X 1.5/Male M26 X 1.5  
Angled Adaptor Male M22 X 1.5/Male M26 X 1.5  

32 101 20 

 

30055 

 

32 120 70 

 

54‐0112 

 

PT30 
PT125 

 

32 608 04 
32 615 04 
32 630 03  

36-9022 
36-9027 

 

36‐9023
36‐9028

36‐9029
36‐9030
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Description Part Code

LUBE SHUTTLE SYSTEM� LUBE SHUTTLE SYSTEM

Lube Shuttle® System ‐ Side Lever Grease Gun 
A lever grease gun for Lube Shuttle cartridges, high quality zinc plated steel barrel and 
ergonomic hand grip.  Packed in environmentally friendly display carton.  Working pressure 
over 400 bar / 5,800 psi, maximum pressure capability 800 bar / 11,600 psi approx. TÜV, 
DLG, BLT approved.  
Advantages: 
‐ Tool free cartridge opening 
‐ Fast and clean loading and unloading 
without opening gun 

‐ Type and quantity of grease can be seen 
at a glance 

‐ Optimum use of all grease in cartridge 

‐ Environmentally friendly  
‐ Refillable using Lube‐Shuttle filler pumps 
with Refill Adaptor (part no. 3115050) 

‐ No air release necessary! 
‐ Threads 1/8” BSP 

Without accessories 
Lube Shuttle® without accessories 
With 6” Rigid Tube and 4‐Jaw Hydraulic Connector 
Lube Shuttle® with rigid tube 
With 12” High Pressure Rubber Flexy Hose 
Lube Shuttle® with steel wire braided, burst pressure 1650 bar/23,900  psi, Ø‐13mm, and 
4‐Jaw Hydraulic Connector 

Lube Shuttle® TG System ‐ One Hand Gun 
One hand grease gun with zinc plated steel barrel for Lube‐Shuttle System‐Cartridges, 
ergonomically designed  pistol grip, packed in poly‐bag.  
Pressure capability of approx. 300 bar / 4,350 psi 
For details of the features and advantages of the MATO‐Lube‐Shuttle Grease Gun System 
see above 
Without accessories 
Lube Shuttle® TG without accessories 
With 6” Rigid Tube and 4‐Jaw Hydraulic Connector 
Lube Shuttle® TG with rigid tube 
With 12” High Pressure Rubber Flexy Hose 
Lube Shuttle® TG with steel wire braided, burst pressure 1650  bar/23,900 psi, Ø‐13mm, 
and 4‐Jaw Hydraulic Connector 

Lube‐Shuttle Grease Spray Unit LubeJet‐eco 
This Air Pressure Operated Grease Spray Unit enables the spraying of grease directly from 
the Lube‐Shuttle System‐Cartridge without the need for propellants or chemical additives 
such as solvents. Spraying grease onto chains, wire ropes, open gears, slideways, 
telescopic booms etc. offers enormous potential for cost savings. The wasteful application 
of grease is history. The  wide range of uses is literally unlimited. 

 

30 010 70 
 
30 110 00  

30 210 30 

 

30 050 30 

30 150 60 

30 250 90  

33 780 80  

https://www.youtube.com/watch?v=CbCHubZlVCs

See the Lube-Shuttle 
System in Action
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Description Part Code

 LUBE SHUTTLE� ELECTRIC GREASE GUN, DISPENSER & GREASE SPRAY UNIT

Accu‐Greaser 14.4‐S & 14.4‐LS 
Robust Electric 14.4V Battery Operated Grease Gun for Lube‐Shuttle system‐ 
Cartridges.  
Simply remove the cartridge cap, insert into the zinc plated steel body, screw in and you 
are ready to go! 
A powerful DC motor drive, with planetary gearbox and reciprocating piston gives up to 
400 bar of grease pressure. The maximum pressure is limited by an inbuilt relief valve. 
Battery operated grease gun, 14.4V Li‐Ion battery, 300mAh, Delivery 100cc per min. 
approx. Electronically controlled fast charger with overload protection (1.5hr charging time), 
high pressure rubber hose 750mm with 4‐jaw hydraulic coupler  R1/8”, in carry‐along case 
with space for spare battery and grease cartridge. 
Battery Operated Grease Gun for standard Grease Cartridges 
Battery Operated Grease Gun for Lube Shuttle Cartridges 

Spare Battery for Accu‐Greaser 
14.4‐S High Power  Li‐Ion battery 14.4V DC, 1,500mAh, with Overload Protection. 
Charging Time: 1 hour 
Spare Battery for Accu-Greaser 14.4‐S 

Charger 230V for Accu‐Greaser 14.4‐S 
Battery Charger with Overload Protection 230V 50Hz, 14.4V DC,  
1,500mAh, ON/OFF LED Monitoring Lamp,  
1 hour Fast Charge Function. 
Charger 230V for Accu-Greaser 14.4‐S & LS 
Charger 12V‐24V for Accu-Greaser 14.4‐S & LS 

High Pressure Rubber Hose  
for AccuGreaser 14.4-S 
High Pressure Safety Hose Ø 13mm, Hexagonal End Fittings for positive and  safe 
installation, Burst Pressure 1,650 bar (double steel wire braided), either with or without 4‐
Jaw Hydraulic Coupler. 
RH‐75   750mm Connecting Threads R 1/8”, without coupler 
RH‐75C   750mm Connecting Threads R 1/8”, with coupler 

Lube Shuttle Air Operated Grease Gun DF‐LS 
One Hand Air Operated Grease Gun for Lube‐Shuttle® ‐ Cartridges designed for Grease 
up to NLGI Class 3, Single Shot System, Output 1cc per stroke, Pressure  Ratio 1:60, Max 
Pressure 480 bar/ 6950 psi, Air Pressure 3 ‐ 8 bar 
DF‐LS with rigid tube E4024 R 1/8”, with Coupler 
DF‐LS with rubber hose RH‐30C R 1/8”, with Coupler 

Lube Shuttle® Dispenser Lube‐Shot 400 
Universal Grease Dispenser for Lube‐Shuttle® ‐ System‐Cartridges 
Designed to apply grease to all open surfaces, such as uncaged roller bearings. The 
Dispenser will replace traditional, messy methods of application with open cartridges 
and brushes. The use of this Dispenser will permit clean and uncontaminated greasing of 
open bearings. Lube‐Shot 400 with nozzle, screw cap and an adaptor nozzle for the Lube‐
Shuttle® ‐ System‐Cartridge. 
Lube Shuttle® Dispenser Lube‐Shot 400 
Nozzle with closure cap for Lube‐Shot 400  

34 256 30 
34 258 07 

 

34 259 06  

34 259 20 
34 259 68 

 

32 585 80 
32 589 48 

 

30 371 09 
30 373 07 

 

30 001 10 
30 009 05  

®
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Description Part Code

  � OIL DELIVERY AND SUCTION GUNS

Side Lever Oil Gun, High Pressure 
500cc Capacity, Screw Type Air Release Valve 
Short Stroke delivery, special piston for use with oil 
Rigid Tube 6” (150mm) and 4 jaw Hydraulic Connector with Non‐Return Valve 
Colour: Silver 
Packaging: Carton

 

Suction Oil Gun 
500cc Capacity 
Plunger Operated for Gearbox Filling & Emptying With Flexible Suction Tube 
Colour: Black 
Packaging: Carton 

Dual Action Transfer Pump 
500cc Volume Displacement 
For Oils, Anti‐Freeze, Fuels 
500mm Suction and Transfer Hoses 
Packaging: Carton 

Wanner One Hand Oil Gun 
120cc Capacity 
With 6” (150mm) Rigid Tube and 4 jaw Hydraulic connector with Non‐return Valve 
Colour: Zinc Plated 
Packaging: Carton 

Wanner Push Type Oil Gun  
120cc Capacity 
With Telescopic tube and Universal Connector 
Suitable for all grades oil Oil, including low viscosity 
Colour: Black  
Packaging: Polybag 

High Pressure Push Type Oil Gun 
150cc Capacity 
With Telescopic Tube and Universal Connector. Suitable for Oil and Petroleum Products 
Maximum Pressure Capability 150 bar (2,200 psi). Output per Stroke: 0.5cc 
Connecting Thread M10 x 1 
Colour: Black 
Packaging: Carton  

30 701 44 

 

SOG1  

34 600 20 

 

30060  

31960  

32 615 80 

 

Important Safety Notice
Never point parts which are under high pressure in the direction of persons or animals: Our Quality Lubrication 
Equipment can raise hydraulic pressures as high as 1000bar (14,450psi)!  We strongly recommend the use of 
our High Pressure Rubber Hose Assemblies (Double Steel Wire Reinforced) with a burst pressure of 1,650 bar 
(23,800 psi).  Do not forcibly bend or twist hoses: minimum bend radius is 50mm.  Before use, check hoses for 
signs of damage or leakage.  Both Nylon and Rubber Hoses are subject to the effects of ageing, so replace hoses 
that are more than 3 years old if they are showing signs of fatigue or wear.  Never use pliers or pipe grips in the area 
of the end fitting, use only spanners or wrenches of the appropriate size on the hexagonal end fittings.  
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 � GREASE AND OIL GUN ACCESSORIES

Hydraulic Connector 4‐Jaw Type 
For Hydraulic Grease Nipples 
Thread 1/8” BSP 
Case Hardened Steel Jaws 
Hexagonal body 

Hydraulic Connector ‐ Heavy Duty 4‐Jaw Type 
For Hydraulic Grease Nipples 
Thread 1/8” BSP 
Case Hardened Steel Jaws and Non‐Return Valve 
Hexagonal body 

Safe Lock 
Hydraulic Safety – Coupler
• Hardened 4-Jaws made of tool steel
• High-Performance hydraulic – gasket
• Integrated linear-swivel

• Integrated non-return valve
• Uncoupling over 600 bar is possible  

90° Hydraulic Connector 
For Hydraulic Grease Nipples  
Inlet M10x1, compatible 1/8” BSP 

Hook‐On Connector 
For Standard Hook‐On and Industrial Hook‐On Grease Nipples 
Thread 1/8” BSP 

Slide‐On Connector  
For Standard Hook‐On and Industrial Hook‐On Grease Nipples.
Thread 1/8” BSP  

Slide‐On Connector with Knuckle Joint  
For Standard Hook‐On and Industrial Hook‐On Grease Nipples.
Thread 1/8” BSP  

Push‐On Connector 
For Old Style Push‐On Nipples 
Thread 1/8” BSP 

Lub Connector 
For Concave Grease Nipples 
1/8” BSP 

Conical Connector 
For Damaged Grease Nipples of all Types. The pointed end of the connector is used to 
deflect the ball in the grease nipple thereby permitting the injection of grease ‐ Thread 1/8” 
BSP 

HC5  

32 440 40 

 

SAFELOCK

OA12073
 

 

HOC1 

 

SOC5 

 

SOC2  

POC1 

 

LC1 
SLC1 

CC1 
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Description Part Code

  � GREASE AND OIL GUN ACCESSORIES

BC1  

36290  

GHOC1 

 

RC1 

 

HOC2 

 

32 450 30  

32 451 46 

 

32 453 44  

35 416 82  

32 405 92 

 

Bayonet Connector 
For Old Style Bayonet Grease Nipples 
Thread 1/8” BSP 

Wanner Hook‐On / Slide‐On Connector 
Heavy Duty Steel Connector for Hook-On Grease Nipples that can be slid on or hooked on 
to the nipple even in hard to access applications  

Giant Hook‐On / Slide‐On Connector 
For Giant Hook‐On Grease Nipples
(Reversible plug to convert hook-on to slide-on) Thread 1/8” BSP 

Rotary Connector 
Recommended for use when using flexible delivery tubes. Fitted between the grease gun 
and the hose, its swivel action prevents kinking ‐ Thread 1/8” BSP 

Heavy Duty Hook‐On Connector 
For Standard Hook‐On Grease Nipples.
Thread  1/8” BSP 

Angle Adaptor eco 
For 4 jaw hydraulic connector  
For simple and secure mounting of the angle adaptor direct on the 4‐jaw hydraulic‐ 
connector. Lubricate even in confined spaces  

Angle Adaptor deluxe with Straight‐Swivel 
For 4 jaw hydraulic connector  
The straight swivel guarantees always the right working position of the 4‐jaw hydraulic‐
connector.  
Recommended especially for mounting on high‐pressure hoses 

Pressure Relief Valve for Grease Gun 
Ideal for use in confined spaces where disconnecting the grease gun connector is difficult. 
After the relief valve is opened and the stored pressure relieved, the 4 jaw hydraulic coupler 
can be detached from the grease fitting with ease. 
Safer method of disconnecting from the grease fitting. 
Extended life for the jaw Hydraulic Coupler. 

Flow Indicator for Grease Guns  
For easy, safe and reliable monitoring of the grease flow. 
Especially suitable for pneumatic and battery operated grease guns 
An internal magnet, driven forward by the grease flow, moves steel indicator balls to show 
grease movement 
Please note the flow direction 

 

Handy Slimfit Grease Connector 
Snaps onto standard hydraulic connectors enabling connection and release from difficult to 
access grease nipples. 8mm OD x 100mm  
Straight Tube with 8mm Concave Connector 
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 � GREASE GUN CLAMPS, EXTENSION TUBES & HOSES
Description Part Code

Important Safety Notice
Never point parts which are under high pressure in the direction of persons or animals: Our Quality Lubrication 
Equipment can raise hydraulic pressures as high as 1000bar (14,450psi)!  We strongly recommend the use of 
our High Pressure Rubber Hose Assemblies (Double Steel Wire Reinforced) with a burst pressure of 1,650 bar 
(23,800 psi).  Do not forcibly bend or twist hoses: minimum bend radius is 50mm.  Before use, check hoses for 
signs of damage or leakage.  Both Nylon and Rubber Hoses are subject to the effects of ageing, so replace hoses 
that are more than 3 years old if they are showing signs of fatigue or wear.  Never use pliers or pipe grips in the area 
of the end fitting, use only spanners or wrenches of the appropriate size on the hexagonal end fittings.  

Lube Injector 
For injection of Oil or Grease. e.g. into Bearings or Seals 
For Coupling into a Mato 4 Jaw Hydraulic Connector 
Lube Injector‐S with grease fitting 
Lube Injector‐D with Snap‐on Coupling 

Straight Steel Tubes  
Straight Steel Extension Tubes
Thread 1/8” BSP Male both ends 
Straight Steel Tube 6” (150mm) 
Straight Steel Tube 10” (250mm) 

Cranked Steel Tubes 
Cranked Steel Extension Tubes 
Thread 1/8” BSP Male both ends 
Cranked Steel Tube 6” (150mm) 
Cranked Steel Tube 10” (250mm)  

Nylon Hoses  
Multiple braid, high pressure nylon hose Ø 9mm, Burst pressure 1,000 bar (14,450 psi), 
hexagon end fittings for safe connection to grease gun. 
9” (230mm) 
12” (300mm) 
18” (450mm) 

High Pressure Rubber Hoses 
Burst Pressure: 1650 bar (23,900 psi) 
Thread 1/8”  BSP 
9” (230mm) 
12” (300mm) 
20” (500mm) 
40” (1000mm) 

Snap‐On Flexible Extension 
Hydraulic Connector, 9” Flexible Hose and Snap on Coupling 
Provides the facility for connecting a flexible extension hose and  connector to a rigid 
tube of a grease gun 

32 408 20 
32 408 44 
 

SRT6 
SRT10 
 

BRT6 
BRT10 
 

RF9/N 
RF12/N 
RF20/N 
 

RF9 
RF12 
RF20 
RF40 

54-2048 
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  � ACCESSORIES FOR CENTRALISED LUBRICATION SYSTEMS

Straight Inserts for Hose 8.75mm OD 
Mild Steel Inserts Are Zinc Plated 
4mm OD Straight Insert 
6mm OD Straight Insert 
8mm OD Straight Insert 
6mm OD Straight Insert Stainless Steel 
6mm OD Straight Insert for Push in Fittings 

Straight Inserts for Hose 11.3mm OD 
Mild Steel Inserts Are Zinc Plated 
6mm OD Straight Insert 
6mm OD Straight Insert Stainless Steel 
8mm OD Straight Insert 
6mm OD Straight Insert for Push in Fittings 
NB: Inserts for Push‐in Fittings are Grooved 

90 Angled Inserts for Hose 8.75mm OD 
Mild Steel Inserts Are Zinc Plated 
6mm OD 90 Angled Inserts 
6mm OD 90 Angled Inserts Stainless Steel 
6mm OD 90 Angled Inserts Grooved 

90 Angled Inserts for Hose 11.3mm OD 
6mm OD 90 Angled Inserts 
8mm OD 90 Angled Inserts

 

Ferrule for Hose 
Ferrule for 8.75mm Hose 
Stainless Steel Ferrule for 8.75mm Hose 
Ferrule for 11.3mm Hose 
Stainless Steel Ferrule for 11.3mm Hose 

High Pressure Reinforced Hose 
O/D             I/D             Fill             Coil Lenght 
8.6mm        4.0mm        None           50m 
8.6mm        4.0mm        NLGI 2        50m 
11.3mm      6.3mm        None           50m 
11.3mm      6.3mm        None           50m 

45° Angled Inserts for Hose 8.75mm OD 
6mm OD 90° Angled Inserts
6mm OD 90° Angled Inserts Grooved

81‐9001‐78 
81‐9001‐39 
81‐9001‐79 
81‐9001‐65 
81‐9001‐61
 
 

81‐9001‐80 
81‐9001‐81 
81‐9001‐69 
81‐9001‐82  
81‐9001‐41
 

81‐9001‐71 
81‐9001‐72  
81‐9001‐73

 

81‐9001‐75  
81‐9001‐38

81‐9001‐64 
81‐9001‐68 
81‐9001‐83

  

84‐1031 
84‐1030 
84‐1034 
84‐1035 

 

81-9001-40
81-9001-75

For More Pipe Fittings Please see Page 71-72
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  � HYDRAULIC GREASE NIPPLES
Description DescriptionPart Code Part Code

Hydraulic ‐ Straight Type 
1/8” BSP 
1/8” BSP Short 
1/8” ANPT ( Briggs ) 
2 BA 
3/16” Drive Fit  
3/16” BSF 
1/4” Drive Fit  
1/4” BSF 
1/4” BSF ( 15/16” Overall ) 
1/4” BSP 
1/4” UNF 
1/4” UNF ( 15/16” Overall ) 
1/4” UNF ( 1.125” Overall ) 
1/4” Whitworth 
5/16” Drive Fit ( No Ball & Spring) 
5/16” Drive Fit  
5/16” BSF 
5/16” UNF
5/16” Whitworth
6mm Drive Fit
3/8” BSF
3/8”UNF
5mm x 0 8mm 7mm A/F
0.8mm 6mm x 1mm 7mm A/F
8mm Drive Fit
8mm x 1mm 9mm A/F
8mm x 1.25mm 9mm A/F
10mm x 1mm 11mm A/F
10mm x 1.5mm 11mm A/F

Hydraulic ‐ 67° Angle Type 
1/8” BSP 
1/8” ANPT ( Briggs ) 
1/4” BSF 
1/4” UNF  

HP2 
HP2/S 
HB2 
HBA2 
HDFV3 
HF3 
HDFV4 
HF4 
HF4L 
HP4 
HUF4 
HUF4L 
HUF4LL 
HW4 
HDF5 
HDFV5 
HF5 
HUF5 
HW5 
HDFVMM6 
HF6 
HUF6 
HMM5/080 
HMM6/100 
HDFVMM8 
HMM8/100 
HMM8/125 
HMM10/100 
HMM10/150 
 

HP2/67 
HB2/67 
HF4/67 
HUF4/67  

Hydraulic ‐ 45° Angle Type 
1/8” BSP 
1/8” ANPT ( Briggs ) 
1/4” BSF 
1/4” UNF 
1/4” BSP 
1/4” Whitworth 
5/16” BSF 
5/16” UNF 
5/16” Drive Fit 
8mm Drive Fit 
3/8” BSF 
3/8” UNF 
6mm x 1mm           7mm A/F 
8mm x 1mm          9mm A/F 
8mm x 1.25mm     9mm A/F 
10mm x 1mm        11mm A/F 
10mm x 1.5mm     11mm A/F  

Hydraulic ‐ 90° Angle Type 1/8” BSP 
1/8” BSP
1/8” ANPT ( Briggs ) 
1/4” BSF 
6mm Drive Fit 
1/4” Drive Fit
1/4” UNF
1/4” BSP
1/4” Whitworth
5/16” Drive Fit
5/16” BSF
5/16” UNF
3/8” BSF
3/8”UNF 
6mm x 1mm          7mm A/F 
8mm x 1mm          9mm A/F 
8mm x 1.25mm     9mm A/F 
10mm x 1mm        11mm A/F 
10mm x 1.5mm     11mm A/F 
 

HP2/45 
HB2/45 
HF4/45 
HUF4/45 
HP4/45 
HW4/45 
HF5/45 
HUF5/45 
HDFV5/45 
HDFVMM8/45 
HF6/45 
HUF6/45 
HMM6/100/45 
HMM8/100/45 
HMM8/125/45  
HMM10/100/45 
HMM10/150/45 
 

HP2/90 
HB2/90 
HF4/90 
HDFVMM6/90 
HDFV4/90 
HUF4/90 
HP4/90 
HW4/90 
HDFV5/90 
HF5/90 
HUF5/90 
HF6/90 
HUF6/90 
HMM6/100/90 
HMM8/100/90 
HMM8/125/90 
HMM10/100/90
HMM10/150/90
  

All Hydraulic Grease Nipples are case hardened, zinc plated  
and passivated for resistance to corrosion  
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Description DescriptionPart Code Part Code

  � GREASE NIPPLES - HYDRAULIC ANGLED AND HOOK-ON

 � PLASTIC COVERS FOR GREASE NIPPLES

 � GREASE NIPPLE & ACCESSORY SELECTION BOXES

Hook‐On Nipples 
1/4” BSF 
1/8” BSP 
1/8” BSP Brass Body 
1/4” BSP 
1/4” BSP Brass Body  
3/8” BSF 
8mm x 1 mm Pitch 
8mm x 1.25 mm Pitch 
10 mm x 1 mm Pitch 
10 mm x 1.25 mm Pitch 
* Bronze Ball & Spring 

Industrial Hook‐On Nipples 
1/8” BSP 
1/4” BSP 
3/8” BSP 

Concave Nipples 
1/8” BSP 
1/4” Drive Fit  

HOF4 
HOP2 
HOP2A 
HOP4 
HOP4B 
HOF6 
HOMM8/100 
HOMM8/125 
HOMM10/100 
HOMM10/150 
 

HOIP2 
HOIP4 
HOIP6 

LP2 
LDVF4 

Red ‐ Plain 
Yellow ‐ Plain  

NCP/R 
NCP/Y  

Imperial Selection Kit 
Containing:‐ 
20 x 1/8” BSP Straight 
6 x 1/4” BSP Straight 
10 x 1/4” UNF 
10 x 1/4” UNF  Long 
10 x 1/8” BSP 90° Angle 
5 x 1/4” BSP 90° Angle 
10 x 1/4” UNF 45° Angle 
10 x 1/4” UNF 90° Angle 
1 x Hydraulic Connector

Pressure Relief Valves 
Pressure Relief Valve 1 ‐ 5 psi 
Pressure Relief Valve 8 ‐ 15 psi 

 

54‐7011  

STD 55/2/B 
STD 55/3/B

  

Stainless Steel Grease Nipples 
1/8” BSP  Straight‐Hydraulic 
1/8” BSP  45° Angle‐Hydraulic 
1/8” BSP  90° Angle‐Hydraulic 
1/4” BSP Straight‐Hydraulic 
1/4” UNF  Straight‐Hydraulic 
1/4” UNF  45° Angle‐Hydraulic 
1/4” UNF  90° Angle‐Hydraulic 
M6 x 1 Straight‐Hydraulic 
M6 x 1  45° Angle‐Hydraulic 
M6 x 1  90° Angle‐Hydraulic 
 M8 x 1 Straight‐Hydraulic 
M8 x 1  45° Angle‐Hydraulic 
M8 x 1  90° Angle‐Hydraulic 
M10 x 1 Straight‐Hydraulic 
M10 x 1  45° Angle‐Hydraulic 
M10 x 1  90° Angle‐Hydraulic 
1/8” NPT Straight‐Hydraulic 
1/8” NPT 45° Angle‐Hydraulic 
1/8” NPT 90° Angle‐Hydraulic 
1/4” NPT Straight‐Hydraulic 
1/8” BSP Hook‐On  

Metric Selection Kit Containing:‐ 
10 x M6x1 Straight 
 8 x M6x1  45° Angle 
 8 x M6x1  90° Angle 
 10 x M8x1 Straight 
 8 x M8x1  45° Angle 
 8 x M8x1  90° Angle 
 10 x M10x1 Straight 
 8 x M10x1  45° Angle 
 8 x M10x1  90° Angle 
1 x Hydraulic Connector  

SSHP2 
SSHP2/45 
SSHP2/90 
SSHP4 
SSHUF4 
SSHUF4/45 
SSHUF4/90 
SSHMM6/100 
SSHMM6/100/45 
SSHMM6/100/90 
SSHMM8/100 
SSHMM8/100/45 
SSHMM8/100/90 
SSHMM10/100 
SSHMM10/100/45 
SSHMM10/100/90 
SSHB2 
SSHB2/45 
SSHB2/90 
SSHB4 
SSHOP2  

NCP/RC/R 
NCP/RC/Y  

54‐7010  

Red ‐ with Retaining Collar 
Yellow ‐ with Retaining Collar  

Also available:  Special selection boxes ‐ Please Ask  
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Description DescriptionPart Code Part Code

  � FITTINGS

Adaptors & Fittings 
1/8”BSP Female/Female 
1/4”BSP Female/1/8”BSP Female 
1/4”BSP Male/Female 
1/4”BSP M/F Oil Throttle 

Reducers 
1/4”BSP F x 1/2”BSP M 
1/4”BSP F x 1/8”BSP M 
1/4”BSP F x 3/4”BSP M 
1/4”BSP F x 3/8”BSP M 
1/4”BSP F x M6x1 M 
1/4”BSP F x M8x1 M 
1/4”BSP F x M10x1 M 
1/4”BSP F x M10x1.5 M 
1/4”BSP F x M12x1 M 
1/4”BSP F x M12x1.5 M 

Brushes 
Flat Nylon Brush:  1/8”BSP (F) Inlet 
Width     Overall Height    Bristle Length 
40mm           45mm              20mm 
60mm           45mm              20mm 
100mm         45mm              20mm 
Round Brush:  1/8”BSP (F) Inlet 
12.5mm dia x 35mm Bristle Length 
Round Brush:  1/4”BSP (F) Inlet 
30mm dia x 40mm Bristle Length 

 

Anchor Blocks 
Steel plated Single Anchor Blocks 
Thread 1/8”BSP  
30mm(L) x 15mm(H) x 15mm(D) 
Steel Plated Multi‐Point Anchor Blocks  
2‐Port, 1/8” BSP, 62mm Long 
4‐Port, 1/8” BSP, 108mm Long 
6‐Port, 1/8” BSP, 154mm Long 
Steel Plated 3‐Way Anchor Blocks 
Thread 1/8”BSP  
40mm(L) x 25mm (H) x 20mm (D) 

 

Cylindrical & Hex Extensions 
1/4” BSP x 1/2” BSP 
1/4” BSP x 1” BSP 
1/8” BSP x 1/2”BSP  Hex 
1/8” BSP x 1” BSP   Hex 

Extensions 
1/4”BSP M/F ext. 30mm Long 
1/4”BSP M/F ext. 45mm Long 
1/4”BSP M/F ext. 75mm Long 
1/4”BSP M/F ext. 115mm Long  

TEE 1/4”BSP F/F/F 
90° Elbow 1/4”BSP M/F 
45° Elbow 1/4”BSP M/F 

 

Tube Connectors 
8mm OD x 1/4”BSP Female 
8mm OD x 1/4”BSP Male 
8mm OD x 1/8”BSP Male 

 

High Pressure Nylon Tube 
4mm OD        100mtr Coil 
4mm OD         Per Metre 
6mm OD        100mtr Coil 
6mm OD         Per Metre 
8mm OD         Per Metre 

 

Battery Plate Adaptors 
Pipe ø              Plate Depth 
3/16”                     10mm 
3/16”                     12mm 
6mm                     12mm 
6mm                     19mm 
1/4”                       12mm 
1/4”                       19mm 
3/8”                       10mm 
10mm                    10mm 

 

Battery Plate Adaptor with Hydraulic 
Grease Nipple  
BPA 6mm Pipe, Max. 12mm plate

2103001 
2106001 
A151 
A810  

A500 
A501 
A504 
A505 
A511 
A514 
A518 
A520 
A524 
A526 

 

A410 
A411 
A412  

M001 

A400 

 

AB1 

AB2 
AB4 
AB6  

118205  

CE41 
CE42 
CE21/HEX 
CE22/HEX 

 

A700 
A701 
A702 
A705
 
 

A600 
A350 
A300 

 

2202004 
2201005 
2201004 

 

 
84‐3039 
84‐3039/1 
84‐3043 
84‐3043/1 
26 001 250 

 

BPA3/1 
BPA3/2 
BPA6M/1 
BPA6M/2 
BPA4/1 
BPA4/2 
BPA6/1 
BPA10M/1 

 

BPA6M/1/HP2
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 � ACCESSORIES FOR CENTRALISED LUBRICATION SYSTEMS

Type LL Compression Elbow 
Connectors 
4mm Pipe, Thread M6 x 1.00 
4mm Pipe, Thread M8 x 1.00 
4mm Pipe, Thread M10 x 1.00 
4mm Pipe, Thread 1/8” BSP 
6mm Pipe, Thread M6 x 1.00 
6mm Pipe, Thread M8 x 1.00 
6mm Pipe, Thread M10 x 1.00 
6mm Pipe, Thread 1/8” BSP 
6mm Pipe, Thread 1/4” BSP 

Type LL Compression Elbow 
Connectors 
Stainless Steel Grade 304 
6mm Pipe, Thread M6 x 1.00 
6mm Pipe, Thread M8 x 1.00 
6mm Pipe, Thread M10 x 1.00 
6mm Pipe, Thread 1/8” BSP  

Type LL Compression Straight 
Connectors   
Steel Zinc Plated 
4mm Pipe, Thread M6 x 1.00 
4mm Pipe, Thread M8 x 1.00 
4mm Pipe, Thread M10 x 1.00 
4mm Pipe, Thread 1/8” BSP 
6mm Pipe, Thread M6 x 1.00 
6mm Pipe, Thread M8 x 1.00 
6mm Pipe, Thread M10 x 1.00 
6mm Pipe, Thread 1/8” BSP 
6mm Pipe, Thread 1/4” BSP

 

Type LL Compression Straight 
Connectors 
Stainless Steel Grade 304 
6mm Pipe, Thread M6 x 1.00 
6mm Pipe, Thread M8 x 1.00 
6mm Pipe, Thread M10 x 1.00 
6mm Pipe, Thread 1/8” BSP 

 

81‐5332  
81‐5333  
81‐5334  
81‐5335  
81‐5324  
81‐5325  
81‐5326  
81‐5329  
81‐5331  

SS81‐5324 
SS81‐5325 
SS81‐5326 
SS81‐5329 

81‐5271 
81‐5272 
81‐5273 
81‐5274 
81‐5254 
81‐5255 
81‐5232 
81‐5260 
81‐5261 

 

SS81‐5254 
SS81‐5255 
SS81‐5232 
SS81‐5260  

Type LL Compression Double Ended 
Connectors   
 Steel Zinc Plated 
 4mm Pipe Connector 
 6mm Pipe Connector 
 4mm x 6mm Reducing Connector 

Type LL Compression Double Ended 
Connectors   
 Stainless Steel Grade 304 
6mm Pipe Connector Stainless  

Type LL Compression Nuts & Tube 
Rings 
Stainless Steel Grade 304 
Nut for 6mm Tube 
Tube Ring for 6mm Tube

 

Battery Blocks  
1 Way Block  
2 Way Block 
3 Way Block 
4 Way Block 
5 Way Block 
6 Way Block 

 

Push Fit Straight Connectors for 
Nylon Tube 
Brass, Zinc Plated Max Pressure: 60 Bar 
4mm Pipe, Thread M6 x 1.00 
4mm Pipe, Thread M8 x 1.00 
4mm Pipe, Thread M10 x 1.00 
4mm Pipe, Thread 1/8” BSP 
6mm Pipe, Thread M6 x 1.00 
6mm Pipe, Thread M8 x 1.00 
6mm Pipe, Thread M10 x 1.00 
6mm Pipe, Thread 1/8” BSP 

81‐5964  
81‐5959  
81‐5969 

 

SS81‐5959 

 

SS81‐9005‐41 
SS81‐9004‐46 

 

51‐2002‐05 
51‐2002‐06  
51‐2002‐01 
51‐2002‐02 
51‐2002‐03 
51‐2002‐04  

81‐5284
81‐5285
81‐5278
81‐5286
81‐5281
81‐5282
81‐5277
81‐5283

If you are unable to find what you are looking for, please call 01822 855885.
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  � ACCESSORIES FOR CENTRALISED LUBRICATION SYSTEMS
Description Part Code

Push Fit Elbow Connectors for Nylon Tube 
Brass, Zinc Plated Max Pressure: 60 Bar 
4mm Pipe, Thread M6 x 1.00 
4mm Pipe, Thread M8 x 1.00 
4mm Pipe, Thread M10 x 1.00 
4mm Pipe, Thread 1/8” BSP 
6mm Pipe, Thread M6 x 1.00 
6mm Pipe, Thread M8 x 1.00 
6mm Pipe, Thread M10 x 1.00 
6mm Pipe, Thread 1/8” BSP 

Push Fit Double Ended Connectors for N/Tube 
Brass, Zinc Plated Max Pressure: 60 Bar 
4mm Pipe Connector 
6mm Pipe Connector 

 

Push Fit Swivel Connectors for Nylon Tube 
Brass, Zinc Plated Max Pressure: 60 Bar 
6mm Pipe, Thread M6 x 1.00 
6mm Pipe, Thread M8 x 1.00 
6mm Pipe, Thread M10 x 1.00  
6mm Pipe, Thread 1/8” BSP 

 

Elbow Adaptor 45 (Male/Female Equal Thread)  
Steel Zinc Plated 
M8 x 1.00 Male/Female 
M10 x 1.00 Male/Female 
1/8” BSP Male/Female 

Elbow Adaptor 90 (Male/Female Equal Thread)  
Steel Zinc Plated 
M6 x 1.00 Male/Female 
M8 x 1.00 Male/Female 
M10 x 1.00 Male/Female 
1/8” BSP Male/Female 

Screw Down Lubricators 
Stauffer Cup No 1 x 1/8” BSP 
Stauffer Cup No 2 x 1/4” BSP 
Stauffer Cup No 3 x 1/4 BSP 
(All in brass)  

Swivel Elbow 
4mm pipe, Male M8 X 1.00 x Female M8 X 1.00 
4mm pipe, Male M10 X 1.00 x Female M8 X 1.00 
6mm Pipe, Male M6 X 1.00 x Female M10 X 1.00 
6mm Pipe, Male M8 X 1.00 x Female M10 X 1.00 
6mm Pipe, Male M10 X 1.00 x Female M10 X 1.00 
6mm Pipe, Male M1/8” BSP  x Female M10 X 1 

81‐5337 
81‐5338 
81‐5339 
81‐5340 
81‐5341 
81‐5342 
81‐5343 
81‐5344 

 

81‐5966 
81‐5967

  

81‐5121 
81‐5122 
81‐5123 
81‐5124 

 

81‐5516 
81‐5528 
51‐1401‐01 

 

81‐5520 
81‐5529 
81‐5522 
81‐5523  

SL1P2/B 
SL2P4/B 
SL3P4/B 

 

81‐5125
81‐5126
81‐5118
81‐5119
81‐5116
81‐5128
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  � MANUAL FILLER PUMPS

Filler Pump ecoFILL‐standard 
Filler pump with Keg lid and 3 thumb screws, Follower Plate.  Economic and clean 
filling of Grease Guns (grease gun not supplied).  
For Grease NLGI 000 ‐ 2 
ecoFILL 5‐s for 5kg Kegs,  Inner Ø 165 ‐ 200mm 
ecoFILL 10‐s for 10kg Kegs,  Inner Ø 215 ‐ 230mm 
ecoFILL 15‐s for 15kg Kegs,  Inner Ø 255 ‐ 282mm 
ecoFILL 20‐s for 18/20kg Kegs,  Inner Ø 265 ‐ 285mm 
ecoFILL 20‐s for 18/20kg Kegs,  Inner Ø 285 ‐ 305mm 
ecoFILL 25‐s for 25kg Kegs,  Inner Ø 300 ‐ 335mm 
ecoFILL 50‐s for 50kg Kegs,  Inner Ø 355 ‐ 387mm 

Filler Pump for Grease Guns  ecoFILL‐deluxe “Jokey” 
Filler Pump for 18/20kg Jokey Plastic Pail including self‐centering lid with special 
claws for maximum secure grip on the Jokey pail.  (Grease gun not supplied)  Inner 
Diameter 265 ‐ 285mm 
ecoFILL 20‐d for 18/20kg Jokey Pail 

centraFILL‐standard Filler Pump 
Filler pump for Centralised Lubrication Systems with Keg Lid and 3 thumb Screws 
and Following Plate.  PVC Hose ‐ 2 Metres.  Quick Release Coupling (ISO‐Norm 
7241B  DN6/1/4”)
For Grease NLGI 000 ‐ 2 
centraFILL 5‐s for 5kg Kegs,  Inner Ø 165 ‐ 200mm 
centraFILL 10‐s for 10kg Kegs,  Inner Ø 215 ‐ 230mm 
centraFILL 15‐s for 15kg Kegs,  Inner Ø 255 ‐ 282mm 
centraFILL 20‐s for 18/20kg Kegs,  Inner Ø 265 ‐ 285mm 
centraFILL 20 s for 18/20kg Kegs Inner Ø 285 ‐ 305mm 
centraFILL 20‐s for 18/20kg Kegs,  Inner Ø 285 ‐ 305mm 
centraFILL 25‐s for 25kg Kegs,  Inner Ø 300 ‐ 335mm 
centraFILL 50‐s for 50kg Kegs,  Inner Ø 355 ‐ 387mm

 

High Pressure Bucket Greaser  
High Pressure Lubricator for direct greasing of bearings from standard grease kegs 
with: 2.0 metre high pressure extra safe rubber hose and 4‐jaw hydraulic connector, 
keg lid with 3 thumb screws and following plate.  Working pressure: 400 bar / 5,800 
psi.  1.6cc per stroke
For Grease NLGI 000‐2  
Bucket Greaser BG 15‐s for 15kg Keg  Inner Ø 255 ‐ 282mm 
Bucket Greaser BG 20‐s for 18/20kg  Inner Ø 265 ‐ 285mm 
Bucket Greaser BG 20‐s for 18/20kg  Inner Ø 285 ‐ 305mm 
Bucket Greaser BG 25‐s for 25kg Keg  Inner Ø 300 ‐ 335mm 

Bespoke Manually Operated Pump for Heavy Gear Oil 
This unit is designed to enable accurate metering of Gear Oil into hard‐to‐reach 
gearboxes.  The digital meter ensures the exact amount of fluid is dispensed into the 
gearbox.  

Lube‐Shuttle Refill‐Adapter‐Set 
Lube‐Shuttle Cartridge Refill Adaptor for use with MATO ecoFILL and pneuMATO‐fill 
filler pumps, with threaded adaptor and 5 yellow screw caps, for sealing cartridges 
after refilling. 
Simple and clean refilling of empty cartridges 

 

33 805 02 
33 810 04 
33 815 16 
33 818 06 
33 818 13 
33 825 06 
33 850 02 

 

33 817 07  

33 805 40
33 810 42 
33 815 54 
33 818 44  
33 818 51  
33 818 51  
33 825 44 
33 850 40 

 

33 815 92 
33 818 82 
33 818 37 
33 825 82  

BSPOPP 

 

31 150 50 
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 � MANUAL FILLER PUMPS
Description Part Code

 � AIR OPERATED PUMPS

Portable Grease Lubrication Unit  
Standard Bucket Pump for 12.5kg grease keg Kit includes pump with carry handle, 
steel keg cover, follower plate, 1.7mtr rubber hose, shut off valve, stem and 4‐jaw 
hydraulic connector.  Working pressure:  250 bar / 3,750 psi.  1.4cc per stroke
For Grease NLGI 000‐2  
Portable Grease Lubrication Unit with Rubber Hose 

Portable Grease Lubrication Unit  
Portable high pressure 350‐400 bar hand operated grease pump to suit 16‐30kg 
cone‐shaped plastic Grease Kegs.  Comes complete with lid that will fit over the bulky 
plastic drum edge, 2.5mtr Delivery Hose, Follower Plate and Rigid Terminal fitted with 
a 4‐Jaw Grease Connector.  
For Grease NLGI 000 ‐ 2  
Portable grease lubrication Unit with Nylon hose

 

K6 Mini‐Lube 
The K6 MINI‐LUBE is a portable manual greasing system designed to fit grease pails 
from 2.5kg (5lb) to 5kg (11lb) and includes a unique KR grease gun that delivers 
grease at either high volume or high pressure up to 69,000kPa / 10,000PSI / 690BAR.  
When on the high pressure setting blocked grease nipples can be easily cleared.  
The fully sealed system ensures that the grease is kept free from contamination that 
destroys bearings and causes expensive down time 
To operate the K6 MINI‐LUBE, press the foot plunger.  This will prime the pump and 
and provide you with 30 shots of grease through the KR grease gun.  The rubber 
edged follower ensures you use all the grease in the container. 
FEATURES: 
•  2‐Speed KR grease gun delivers up to 
69,000kPa/10,000psi 

•  Spring loaded pump provides 30 shots 
of grease 

•  1.5mtr (5ft) Delivery Hose 
•  360° swivel prevents the hose from 
kinking 

•  Rubber edged following provides wipe 

down of container walls 
•  Delivers approx. 1.25gms on high 
volume switch 

•  Delivers approx. 0.45gms on high 
pressure switch 

•  Suitable for use with greases up to 
NLGI No.2 (fits 3kg tin) 

•  Can also be used with oil 
K6 Mini‐Lube Pump only 
K6 Mini‐Lube Pump with a 2.5kg Container 
K6 Mini‐Lube Pump with a 5kg Container  

55‐1172/FP 
 

OA14311 
 

K6 
K6‐24 
K6‐67 

 

OA13023 

 

Air Operated Portable Grease Pump for 12.5kg Kegs 
Portable grease dispenser kit for drums with external Ø 240‐280mm, comprising of: 
• OA11141 Pump 50:1, 1500g/minute 
• OA12203 Nipple 1/4” x 3/8” G M/M 
• OA81404 Hose, 4mtr 1/4” 
• OA12112 Kit Carrying Handle 

• OA12085 Grease Control Gun with 
single swivel joint 

• OA12128 Drum Cover Ø 280mm 
• OA12026 Follower Plate Ø 265mm  
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  � AIR OPERATED PUMPS
Description Part Code

Air Operated Grease Pump for 50‐60kg Kegs 
Trolley mounted grease dispenser kit, for drums with external Ø 340‐385mm, 
comprising of: 
• OA11174 Pump 50:1, 1500g/minute 
• OA51004 Trolley 
• OA12203 Nipple 1/4” x 3/8” G M/M 
• OA81404 Hose 4mtr, 1/4” 

• OA12085 Grease Control Gun with 
single swivel joint 

• OA12138 Drum Cover Ø 385mm 
• OA12037 Follower Plate Ø 370mm 

Air Operated Grease Pump Kits 
High pressure air operated pump kits Each kit is supplied with ‐ Double acting 50:1 
ratio pump 
Input pressure 4‐8 bar, flow rate (free delivery) 800 grams per  minute 
Drum cover and follower plate 
4 meter R2AT high pressure delivery hose 
Control valve with z swivel 
Carrying handle or 4 wheel trolley  
Air regulator c/w PCL coupling  
Kit to suit 12.5kg keg with carrying handle 
Kit to suit 50kg keg with trolley 

Heavy Duty Air Operated Grease Pump Kit 
Air Operated Grease Pump Kit with flow rates of 1500 grams per minute 
Kit to Suit 180 KG Keg (Stationary) 

Air Operated 3:1 Ratio Oil Pumps 
Double Acting Air Operated 3:1 ratio piston pump for all grades of oil 
Flow rate free delivery 27 litres per minute(18ltrs per min with  4mtr hose) 
Operating pressure 3 to 8 bar (max outlet pressure 24bar) For medium distance 
applications at a high flow rate 
3:1 Pump Model to suit 205 Litre Drums 
3:1 Pump Model to suit 4’ (1220mm) Tank 
3:1 Pump Model with telescopic riser 800 to 1100mm (1000ltr  IBC’s)  
3:1 Stub Pump Model with 280mm stub threaded 3/4” BSP 
 

DIGIMET E5 Grease Meter 
High Pressure Digital Meter for Grease to NLGI 2, Displays dispense in cc, 
Resettable, Totaliser in Litres. Inlet 1/4” female
Working Pressure: max 500 bar (7,250 psi) 
Burst Pressure: min 1000 bar (14,450 psi) 
Accuracy:+/‐3% 
Digimet E5 without accessories 1/8” 
Digimet E5 with rigid tube 1/8” 
Digimet E5 with high pressure rubber hose 1/8” 

Digimet E5 with High Pressure Rubber Hose R1/8” 
High Pressure Digital Meter for Grease NLGI 2
Displays dispense in cc, resettable, totaliser in liters, inlet R1/8” female

OA13034  

GE13020 
GE13050 
 

OA13295 
 

GE32096 
GE20106 
GE20107  
GE20100 
 

35 415 52 
35 415 76 
35 415 90 
 

35 415 45 

 

We supply Pneumatic Grease Pump Kits to fit most Keg 
Sizes along with a range of Pneumatic Pump Types with 
various ratios for industrial use. Please ask for details
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 � AIR OPERATED PUMP ACCESSORIES
Description Part Code

 � ACCESSORIES FOR GREASE PUMPS

Grease Control Valve with Rigid Tube 
Gun with 160mm Rigid Tube complete with 4‐Jaw Hydraulic  Connector.  Will accept 
the straight swivel (Pt No. OA12001) or  the Z‐swivel (Pt No. OA 12003) 

Grease Control Valve with Flexible Hose 
Gun with 430mm High Pressure Rubber Hose complete with 4‐Jaw Hydraulic 
Connector. Will accept the straight swivel
(Pt No. OA12001) or the Z‐swivel (Pt No. OA12003)  

Straight swivel 
Straight swivel Male/Female ¼” G. When connected to the gun it enables 
independent turning on the delivery hose to which it is connected even when 
pressurised. 

Z‐Swivel 
Z‐swivel Male/Female ¼” G.  When connected to the gun it enables three 
independent types of turning on the delivery hose to which it is connected even when 
pressurised, thus facilitating work even in small spaces.
 

Connecting Nipples 
We have a large range of connectors.  Please specify your requirements. 

OA12072 

 

OA12070

 

OA12001

OA12003  

Male Quick Release Coupling for Grease 
Male Q.R Coupling ISO 724/B Din 6 1/4” 

Female Quick Release Coupling for Grease 
Female Q.R Coupling ISO 724/B Din 6 1/4” 

Male Q/R Angled Filler Tube for Grease 
Male Q.R Angled Tube ISO 724/B Din 6 1/4” 

 

Air Management Kits 
¼” Air Management Kit complete with Filter Regulator with Pressure Gauge, 2m 
Air Hose c/w ¼” BSPT Male Ends, Male Bayonet Fitting and a Standard ¼” Quick 
Release Air Coupler.
3/8” Air Management Kit complete with Filter Regulator with Pressure Gauge, 2m 
Air Hose c/w 3/8” BSPT Male Ends, Male Bayonet Fitting and a Standard 3/8” Quick 
Release Air Coupler.
½” Air Management Kit complete with Filter Regulator with Pressure Gauge, 2m 
Air Hose c/w ½” BSPT Male Ends, Male Bayonet Fitting and a Standard ½” Quick 
Release Air Coupler
¼” Filter Regulator Lubricator 

 

54‐2123 

 

54‐2126 

 

33 901 74

 

OALK138

OALK139

OALK140

87-0021
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  � SYPHON AND ROTARY PUMPS
Description Part Code

Polythene Syphon Pump SP‐50 
For 20/25 Litre Pails.  Designed for use with the majority of aggressive fluids. 
Suction tube length 375mm 
Bung adaptor for Ø 31mm 1” BSP 
Delivery Hose length 0.5m (approx) 
Output 50ml per stroke, therefore approximately 6 ltrs/min is possible 
Syphon Pump SP‐50

 

Polythene Syphon Pump SP‐150 
For 200 Litre Drums.  Designed for use with the majority of aggressive fluids, suitable 
for detergents. 
Suction tube length 850mm Bung adaptor 2” BSP Delivery hose 1.4mtrs (approx) 
Output 150ml per stroke therefore approximately 20 ltrs/min is possible 
Syphon Pump SP‐150

 

Cast Iron Rotary Pump 
2 chamber vane pump with 3 part steel suction tube, suitable for barrels up to 210 
litres. 
Drum adaptor 2” BSP 
For diesel, motor, gearbox and hydraulic oils up to SAE 90 
Output:  250cc per revolution 
Cast Iron Rotary Pump standard RP 100‐s 

Aluminium Rotary Pump RP 100‐d 
2 chamber vane pump with 3 part steel suction tube, suitable for barrels up to 210 
litres.
Drum adaptor 2” BSP 
For diesel, motor, gearbox and hydraulic oils up to SAE 90 
Output:  250cc per revolution 
Aluminium Rotary Pump RP 100‐d 

Ball Valve with Hose Tail for Aluminium Rotary Pump RP 
100‐d 
Nozzle for gear oil with ball valve For Rotary Pump RP 100 deluxe with hose tail 

Nylon Barrel and Drum Pump  
Suitable for 205 Litre Barrels
Dual thread for steel and plastic drums moulded from reinforced nylon Non‐drip 
nozzle 
For use with lubricating oils and anti‐freeze 
For use with Chemicals 

Delivery Hoses  
Delivery Hose for Lever Pumps
1.5m Hose, ball valve and gear oil nozzle
PBV Hose with Hosetail for Lever Pumps
1.5m PVC Hose, Hosetail and hoseclip

34 622 08

  

34 622 22 

 

34 610 10 

 

34 610 34 

 

34 620 62 

 

55‐1443  
55‐1448  

34 620 00

34 620 17
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Description Part Code

 � LEVER AND LIFT PUMPS

Lever Operated Barrel Pump HP 350 
Budget priced barrel pump for 50 to 200 Litre drums, Steel telescopic suction tube 
450mm to 860mm, body made of zinc plated steel, 2” and 1½” BSP drum adaptors, 
detachable outlet nozzle. 
For oils up to SAE 90, petroleum and other non‐aggressive fluids. 
Output:  350cc per stroke 
NBR (Perbunan) seals 
Lever Operated Barrel Pump HP350 

Lever Operated Barrel Pump HP 350‐V 
Other specifications as for HP350 above but with Viton Seals
Compatible with alcohol, anti‐freeze, thinners (Ensure fluid is compatible with Viton) 
Lever Operated Barrel Pump HP 350‐V 

NZ Ezi‐Action Drum Pumps 
Leading the world in hand pump technology ‐ the Ezi‐action Drum pump will 
dispense Acids, alkaline and chlorine based products, oils, diesel, liquid foodstuffs 
and water (inc. salt water).  With this innovative dispensing technology you are able to 
pump on both the up and down stroke, therefore saving time and effort. 
Benefits:  
• Fast Effortless Pumping 
• Spout can be inverted after pumping to 
prevent drips 

• Coloured safety straps can be used to 
identify fluids 

• Because of the simple structure of 
these pumps there are no critical parts 
to wear of jam 

• Empties contents completely from your 
containers  

• Safety Measure that locks onto spout 
for completely safe dispensing of 
dangerous chemicals  

• Full range of adaptors available 
• Spare seal kits available, full 24 month 
warranty  

200 Litre Drum Pump 
60 Litre Drum Pump 
25 Litre Drum Pump 
Safety Measure 
Additional Adaptors 
Colour Coded Straps  

34 635 40  

34 635 64 

 

NZ‐200 
NZ‐60   
NZ‐25 
NZ‐SM 
NZ‐AA  
NZ‐CS  

PUMP WITHOUT WASTE, PUMP WITH EASE, PUMP SAFER
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Description Part Code

  � LIFT PUMPS AND ACCESSORIES

Lift Pump for 20 Litre Petro‐Canada Pails 
Plastic Lift Pump for transferring most types of oil and non‐corrosive fluids.  Self  
priming piston pump approx. 100ml per stroke.  Discharge via 1.5mtr hose with  
positive shut off valve.  Designed to fit Petro‐Canada 20 litre Drums  

Drum Trolley and Pump 
For 25 Litre Square drums 
Set consists of Pump with 500mm steel riser, drum trolley and reinforced polythene 
hose with non‐drip nozzle. 
Drum Trolley and Pump (Drum NOT supplied) 

25LPS Stainless Steel Lift Pump 
316 Stainless Steel construction with Teflon Piston.
Suits 20‐25 Litre Drums, 2”BSP Adaptor.
Delivers 200ml per stroke, weight 1.1kg. 
Suitable for aggressive chemicals, strong acids and corrosive solvents, inc. MEK,  
Toluene, etc. 
Stainless Steel Lift Pump for 20/25 Ltr Drums 

UNIVERSAL Lift Pump LPM‐200 
With rigid steel suction tube for 205 litre barrels 
Universal pump with zinc plated suction tube, 950mm 
Footvalve and 2” BSP bung adaptor
Output:  750cc per stroke 
Suitable for lubricating oils, diesel and fuel oil.  Compatibility with other fluids on 
request. 
UNIVERSAL Lift Pump for 205 Litre Drums 

UNIVERSAL Stainless Steel Lift Pump 
315 Stainless Steel construction with Teflon seals to fit a 205 litre drum.  
2”  BSP Barrel Adaptor
Output: 650cc per stroke (15 litres per minute) 
Suitable for aggressive chemicals, solvents, de‐greasers, etc. 
Stainless Steel Lift Pump for 205 Litre Drums 

Electric Transfer Pump 
Bronze body, flexible impeller utility pump suitable for use with oils, water and some 
chemicals. 
Features: 
•  Self primes from dry up to 3 metres 
•  Up to 4 metre suction lift 
•  Flows up to 35 litres per minute 
•  Pressure up to 2.5 bar 
•  Handles hard or soft solids up to 4mm 
in size 

•  Capable of running dry for up to 30 
minutes 

•  Fitted with 2 metre long cable 
•  Available with a 40 minute or 
Continuously rated motor 

Typical applications:  Sump emptying, Product transfer, Mains boosting, Washdown 
systems etc. 
230V single phase ‐ 50Hz ‐ 40 minute rated motor 
230V single phase ‐ 50Hz ‐ Continuously rated motor 
110V single phase ‐ 50Hz ‐ 40 minute rated motor 

 

560006 

 

55‐2013 

 

25LPS 

 

34 626 80 

 

SS3 

 

53040‐2003 
53041‐2003‐230 
53040‐2103 
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� STANDARD & HEAVY DUTY PNEUMATIC OIL PUMPS & ACCESSORIES
Description Part Code

These three
models come
c/w bung
adaptor

GE20196  
GE20106  
GE20107  
GE20100 

 

GE21096  
GE21008  
GE21009  
GE21000 

 

Add/DT 
Add/KT 

 

Add/SO 
Add/DO 
Add/RO 

 

GE22234  
GE42012  
OA22003  
OA22004  
OA22005  

OA32073  
OA32071‐4  
OA32071‐5  
OA32070

Standard Duty Air Operated 3:1 Ratio Oil Pumps 
Double Acting Air Operated 3:1 ratio piston pump for all grades of oil.  Flow rate free 
deliver 27 litres per minute (18ltrs per min with 4mtr  hose) 
Operating pressure 3 to 8 bar (max outlet pressure 24 bar) for medium distance 
applications at a high flow rate 
3:1 Pump Model to suit 205 Litre Drums 
3:1 Pump Model to suit 4’ (1,220mm) Tank 
3:1 Pump Model with telescopic riser 800 to 1,100mm (1000ltr IBC’s) 
3:1 Stub Pump Model with 280mm stub threaded 3/4” (F) BSP 

Standard Duty Air Operated 5:1 Ratio Oil Pumps 
Double Acting Air Operated 5:1 ratio piston pump for all grades of oil flow rate, free 
delivery 17 litres per minute (14ltrs per min with 4mtr  hose) 
Operating pressure 3 to 8 bar (max outlet pressure 40 bar) For long distance 
applications at a higher pressure 
5:1 Pump Model to suit 205 Litre Drums 
5:1 Pump Model to suit 4’ (1,200mm) Tank 
5:1 Pump Model with telescopic riser 800 to 1,100mm (1000ltr IBC’s) 
5:1 Stub Pump Model with 280mm stub threaded 3/4” (F) BSP 

Remote Suction Tube Kits for Standard Duty Stub Pumps 
Suction tube kit for all above stub pumps comprising of :  
Wall bracket for pump, 2mtr suction hose, suction tube fitted with 90 degree elbow, 
foot valve and 2” BSP bung adaptor 
For 205ltr drum (Add /DT to stub pump part number) 
For 4ft tank (Add /KT to stub pump part number) 

Delivery hose, Gun and Meter Kits for Standard Pumps 
3mtr 1/2” delivery hose and standard oil delivery gun 
4mtr 1/2” delivery hose and digital hose end meter 
10mtr 1/2” open hose reel and digital hose end meter  

Accessories for Standard Pumps 
Wall Bracket to suit all Standard Duty Stub Pumps 
Hose Holster Drip Tray 
3mtr 1/2” R1AT delivery hose c/w 1/2” female swivel ends 
4mtr 1/2” R1AT delivery hose c/w 1/2” female swivel ends 
5mtr 1/2” R1AT delivery hose c/w 1/2” female swivel ends 
(any other lengths or sizes available on request) 

Air Operated 1:1 Ratio Transfer Pumps 
Air Operated 1:1 Ratio Piston Pump for all grades of oil 
Fitted with Viton seals for compatability with Anti‐Freeze and Waste  Oil 
Flow rate free deliver 23 litres per minute 
Operating pressure 3 to 8 bar (max outlet pressure 8 bar) For short distance transfer 
at high flow rate 
1:1 Pump Model to suit 205 Litre Drums 
1:1 Pump model to suit 4’ (1220mm) Tank 
1:1 Pump Model with telescopic riser 800 to 1100mm (1000ltr IBC’s) 
1:1 Stub Pump Model with 280mm stub, 1 1/4” Hose Tail or 1” BSP (m)  inlet 

 



T 01822 855 885   F 01822 855 882   E sales@lubricantssw.co.uk82

EQ
UI

PM
EN

T P
RO

DU
CT

S

 � OIL DISPENSERS & TROLLEYS
Description Part Code

 � PIUSI PUMPS AND ACCESSORIES

Mobile Air Operated Oil Dispensers for 205 Litre Drums 
Mobile oil dispenser to suit 205ltr drums supplied with High Flow 27ltrs per min air 
operated 3:1 ration pump. Heavy duty 4 wheel platform trolley with a 4 metre delivery 
hose and a Digimet E35 Digital Hose End Meter with flexy delivery hose fitted with a 
anti‐drip nozzle.  
Supplied with all necessary connection nipples. 
Standard Mobile Air Operated Oil Dispenser 

Mobile oil dispenser to suit 205ltr drums supplied with High Flow 27ltrs per min air 
operated 3:1 ratio pump. Heavy duty 4 wheel platform trolley with a 2 metre delivery 
hose, 10m x 1/2” Open Hose Reel terminating with a Digimet E35 Digital Hose 
End Metre with flexy delivery hose fitted with an anti‐drip nozzle, Supplied with all  
necessary connection nipples. 
Mobile Air Operated Oil Dispenser with Hose Reel  

  

GE2122KT  

GE2128KT  

Piusi Bi‐Pump and Battery Kit 
Power low voltage pump for high flow mobile refueling Sintered steel rotors and 
acetal resin vanes. Cast iron pump body c/w integrated bypass valve Direct current 
brush motors with permanent magnet stators. Pump attachment support brackets  
Protection grade: IP55 
Available as a battery kit with manual nozzle, 4m delivery & 2m suction hose, NRV & 
strainer & 2m clips

 

Piusibox 
BP3000 diesel pump as a portable pumping solution in a handy &  compact carry box  
Manual Self 2000 nozzle & open ended hose to be cut down into delivery & suction  
Locking vantage foot valve & strainer to prevent leakage. Terminal box with on/off 
switch & 4m cable & clips 10µ particle filter & protective gloves (Pro models only) 
Ideal for refuelling in heavy duty enviroments thanks to its protective box preventing 
contamination e.g. construction sites & agriculture  

Piusi Cube Range 
Compact red boxed fuel dispenser for wall or tank mounting, Self priming, acetal 
resin vane pump c/w sintered steel rotor Mechanical seal & integated bypass value 
Nutating disk mechanical flow meter (Pluse version 10:1 ‐ 3 wire) Nozzle holder with 
pump start/stop lever  
Cube 56/70 continuous running, Cube 90 30min duty cycle  Protection grade: IP55 

Piusi EX50 ATEX Approved Pump 
The Piusi EX50 fuel transfer pump is ATEX certified to II2G Ex d 11  A T4 Gb for use 
in Zone 1, potentially explosive environments and the pumping of flammable liquids. 
Its Careful design and sturdy construction makes it an ideal, long life solution for the 
dispensing of petrol and kerosene, and the  transfer of diesel when undertaken in an 
environment that contains petrol vapours.  
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Description

  � AdBlue PUMPS AND ACCESSORIES

Piusi Elite Three 25 IBC Pump Kit  
The Piusi Elite Three 25 is a deluxe AdBlue® pump kit for the transfer of AdBlue® 
from an IBC. It has been introduced into market as a higher specification alternative 
to the current IBC pump kits available. 
The Features that makes the Elite Three 25 high Spec... 
1)  AdBlue® long life 3D filter for removing any impurities 
2) Sturdy stainless steel plate with robust technopolymer roll bars for pump protection 
against impact   
3) SEC connector for attaching the suction hose to the IBC 
4) Locking bracket for sturdy connection of the plate to the IBC 
5) High capacity hose holder & nozzle holster with removable drip cup for easy 
cleaning 
6) Crimped high quality EPDM 6m delivery hose c/w stainless crimps 
7) SB365 auto nozzle c/w integrated K24 meter for measuring quantity dispensed & 
breakaway spout. Also available magnetic misfilling spout   

 

Suzzara Blue AC IBC Pump Kit  
Self priming AC membrane pump on stainless steel plate  
Ready to use kit for the transfer of AdBlue® from IBC 
Pro version with auto nozzle & K24 flow meter   
Basic version with manual nozzle & no meter  
6m delivery, 1.5m suction hose & SEC connector  
Hose & nozzle support with drip catcher  
Protection grade: IP55 
Safety cord for plate attachment to IBC  
Duty cycle: 20mins 

 

Stainless Steel Rotary IBC Pump Kit 
Self Priming Rotary hand pump with stainless steel outer casing on an IBC bracket 
Sturdy & durable solution for dispensing AdBlue from an IBC 
Designed for fitting to lower IBC bars when the IBC is on a bund fits round & squared 
bar IBCs 
Smooth operation thanks to its rolling handle grip & quality  construction  
3m delivery hose & plastic & stainless steel swivel spout with  on / off valve  
SEC connector & 2m suction hose 

 

Manual Piston Drum Pump 
Polypropylene piston hand pump c/w viton seals
Cost effective solution for dispensing AdBlue from a drum
2”M BSP or 56x4 Tri-Sure Drum Adaptor
Telescopic downtube 510mm-920mm
Option with 2m delivery hose & spout

Pro   Basic  

Many other pump options available, please ask!



T 01822 855 885   F 01822 855 882   E sales@lubricantssw.co.uk84

EQ
UI

PM
EN

T P
RO

DU
CT

S

 � AdBlue PUMPS AND ACCESSORIES
Description Part Code

Liquid Extraction & Discharge Pump 
Lightweight & portable multi‐purpose liquid extraction pump in two versions; 
extraction only & extraction and discharge. 
Extracts the fluid via the supplied suction probes & stores up to 6L in its integral 
container, which takes 2.5mins to fill. 
When full, remove the top plug and pour out the contents, or discharge version can 
also pump the contents back out. 
Both versions operate manually, or extraction only version can also be connected to a 
compressed air supply. 
Removes water & fuel from tank bunds, bilge water, oil from  vehicles, lawn mowers 
and hydraulic reservoirs Each pump has 10mm, 7mm, 6mm OD x 900mm probes. 
Discharge version c/w 10mm push fit connector & lever ball valve. 
Optional kit c/w 6m suction tube & brass weight for removing fluid from the bottom of 
a storage tank or deep bund area. 
Discharge model can be used with optional oil line priming kit.  

Engine Driven Water Pumps 
4 stroke petrol engine driven pump with recoil start for mobile, high flow water 
transfer where mains power is unavailable. 
1” models plate mounted, 2” models in steel frame carry facility for portable use. 
Must not be run dry. 
If used with a nozzle, a pressure relief valve or damper valve must be used. 

Flood Water Pump Kit 
Ready to use kit for pumping away flood water in outdoor environments 
1” 4 stroke petrol engine driven pump with recoil start 
1” 9m wire braided suction & 10m lay flat delivery hose 4 x sand bags for absorbing 
flood water plastic carry box for keeping kit items together 1” hose tails & suction 
strainer 

Diesel Only 68 Litre Mobile Transport Tanks 
Three models of 68 Litre Mobile Diesel Dispensers, Ideal for Diesel transportation and 
refueling. The Tanks are made of impact resistant polyethylene and UV Stabilised. The 
tank can be filled in the horizontal position and the Fill Cap incorporates a Breather. 
68 Litre Model C/W 12V Diesel Pump with a 4m Electric Cable with Battery Clips. 
3/4” NBR ‐ Anti Static 4m dispensing hose c/w Aluminium Manual Nozzle. 8” Solid 
Wheels for ease of movement. 40 Ipm delivery. Model Shown. 
68 Litre Model C/W Aluminium Manual Rotary Pump with a 3/4” NBR ‐ Anti Static 
4m dispensing hose c/w Aluminium Manual Nozzle. 8” PU Solid Wheels for ease of 
movement. 40 Ipm delivery 
68 Litre Model C/W Aluminium Manual Rotary Pump with a  3/4” NBR ‐ Anti Static 
4m dispensing hose c/w Stainless Steel Spout with Plug. 8” PU Solid Wheels for ease 
of movement. 40 Ipm delivery 

Adblue 68 Litre Transportable Tank 
68 Litre Transportable Adblue Tank with 12v DC Pump, 30 Ipm, Plastic Manual 
Nozzle, 3/4” x 4m EPDM Hose, 2” Filler with  Breather, Horizontal Fill Facility, 8” PU 
Solid Wheels for ease of movement. As picture shown. 
68 Litre Transportable Adblue Tank with Plastic Manual Rotary Pump, Plastic Manual 
Nozzle, 3/4” x 4m EPDM Hose, 2” Filler with Breather, Horizontal Fill Facility, 8” PU 
Solid Wheels for ease of movement. 
68 Litre Transportable Adblue Tank with Plastic Manual Rotary Pump, Stainless Steel 
Spout with Plug, 3/4” x 4m EPDM Hose,  2” Filler with Breather, Horizontal Fill Facility, 
8” PU Solid Wheels for ease of movement.  

Extraction 
Pump  

Extraction & 
Discharge  

DD6801
  

DM6801  

DM6802 

 

AD6801  

AM6801  

AM6803  
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  � OIL DISPENSERS
Description Part Code

 � WASTE OIL DRAINERS

 � PRESSURE SPRAYERS

Portable Hand‐Operated Oil Dispenser 
Manual oil dispenser with double‐action delivery pump, suitable for high and low 
viscosity oils. 
Wheel‐mounted hand operated 24 litre oil dispenser, equipped with level gauge.  
Supplied with antisplash funnel. 

Portable Pneumatic Oil Dispenser 
Pnuematic oil dispenser suitable for filling or topping‐up oil.  Filled with oil (to 4/5 of 
their capacity) and pressurised with air at 6‐8 bar, they work autonomously anywhere 
and do not require continuous connection to the compressed air line. 
Wheel mounted, air operated, 24 Litre tank equipped with level gauge delivery gun 
with flexible end.  Supplied with antisplash funnel 

Portable Air Operated Waste Oil Drainer 
Air operated oil drainers.  Ideal for quick engine oil change of any motor vehicle.  
The old oil is sucked from the engine by means of  the probes supplied.  After 
depressurisation the drainer works independently without requiring continuous 
connection to the compressed air system.  Suck hot oil at 70‐80°C. 
Air operated waste oil drainer with wheel‐mounted 24 litre tank.   
Equipped with level gauge and set of probes. 

Combination Air Operated Oil Suction/Drainers 
The combination oil suction / drainers are suitable for draining the engine oil from 
any motor vehicle by gravity, (with vehicles placed on auto lift or pit) and with probe.  
Handy for draining over 8 litres, e.g. for trucks, tractors, heavy motor vehicles.  The oil 
must be hot  (70‐80°C). 
Air operated Oil Suction Drainer with Wheel Mounted 65 Litre  Tank, equipped with: 
•  Level gauge  
•  Side collection bowl  
•  Removable tool trayset of probes 

•  Set of probes 

Portable Pressure Sprayers 
Pressure sprayers suitable for the a‐toxic spraying of detergent  liquids, low density 
lubrication oils and similar, for washing motor vehicles, lubricating, distributing mould 
release oils, etc.  Filled to 3/4 their capacity with the chosen liquid and pressurised 
with air at  6‐8 bar, they work autonomously without requiring continuous connection 
to the compressed‐air line.  Stainless steel version is ideal for spraying chemicals 
such as bleach. 
Powder coated Trolley Pressure Sprayer with 24 litre tank.   
Equipped with level gauge.  Supplied with anti‐splash funnel. 
Stainless Steel Trolley Pressure Sprayer with 24 litre tank.   
Equipped with level gauge and anti‐splash funnel.  

OA24025  

OA24125 

 

OA24224  

OA25091 

 

OA61124 

OA61025 
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 � WASTE OIL DRAINERS
Description Part Code

Vacuum Oil Drainer
Heavy duty hi‐viz plastic pressure suction device for sucking oil out of engines 
of cars. Lawnmowers, chain saws, motorbikes, scooters, personal watercrafts, 
motorboats, etc. Operates by manual pre‐pressurisation.  
Capacity (Litres): 11 
Dimensions (mm): 835x220 
Weight empty: 2.3kg 

Diaphragm Pump Suction Waste Oil Drainer 
Fitted with state‐of‐the‐art diaphragm pump inside the tank, for dipstick suction. 
Very strong discharge action to empty tank when full and very strong suction to 
empty vehicle via dipstick. 
Automatic shut‐off when finished. 
Dipstick suction including full range of probes supplied complete with all hoses and 
fittings. 
The most versatile unit on the market. 
Built specially to order. This unit is fitted with large wheels for use on uneven. 
surfaces.  Includes forklift pockets for safe lifting with the aid of a forklift.  

Anti-Freeze & Oil Drainer 
95 Litre Drainer for Oil or anti-freeze (Anti-freeze model can store and pump back 
fluid to cooling system). 

5PVP  

We can manufacture or adapt many different items of lubrication equipment to 
create bespoke units to suit your exact requirements. 

Please ask for further details.
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Description Part Code

  � FLUID DISPENSING EQUIPMENT

 � BARREL TAPS

Digital Hose End Meter / Oil Gun 
Equipped with a digital litre‐counter, ½” Female inlet swivel joint,  Flexible terminal, 
Drip‐catcher nozzle Ø16mm and a Lever Locking Button 

ZVA Slimline Nozzle 
Automatic shut‐off fuel nozzle suitable for petrol, diesel or biodiesel up to  B5.  
Approved for resale. 
•  3 position stay open latch, which may be disabled if required. 
•  1” BSPF swivel inlet 
•  10 ‐ 80 litre/min flow 
For use with electric pumps only 

 
3/4”BSP Brass Barrel Tap 
All brass, seal less, heavy duty, lockable drum tap 3/4” BSP 

3/4”BSP Self‐Closing Brass Barrel Tap 
Brass body, heavy duty, lockable drum tap with integral flame arrestor and teflon 
seals, 3/4” BSP 

3/4”BSP Polyethylene Barrel Tap 
Seal-less gold polyethylene drum tap 3/4” BSP
 

3/4”BSP Aeroflo Polyethylene Drum Taps 
59mm Thread 
61mm Thread 

2”BSP Polyethylene Barrel Tap 
Large bore polyethylene drum tap which will empty a drum in approximately three 
minutes.
 

2”BSP Aluminium Self‐Closing Barrel Tap 
Strong 2”BSP self‐closing drum tap.
 

2”BSP Self‐Closing Brass Barrel Tap 
Heavy duty self‐closing brass valve with PE face for perfect seal 
 

Barrel Vents 
Ideal for use in conjunction with 3/4” drum tap.  Brass construction, 2” BSP with 
Nitrile seals.  Vent aperture can be closed if required. 
 

OA22215 

 

ZVA.STD 

 

BTB 
 

BTSB1  

BTP1 
 

15‐1070 
15‐1071  

BTP2 

 

8164
 

BT2BV  

125 

 

Large range of nozzles and hoses available on request ‐ Please Ask!
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 � FLUID DISPENSING EQUIPMENT
Description Part Code

 � DRUM OPENING TOOLS

 � FUEL CANS

Tank Gauge ‐ Float Operated 
This gauge provides a simple rough indication of tank contents.  Only suitable for 
liquids such as oil, anti‐freeze, water, diesel and biodiesel up to B100. 
•  Shows empty, ¼, ½ , ¾ or FULL 
•  Mounts directly into the top of tank via 1½” BSPM thread.  
•  Fits a 4 ft Tank or adjustable version suits any tank up to 1.85m deep 
1.2 Metre (4ft) deep tank 
Adjustable Version ‐ tanks up to 1.85m deep 

Barrel Adaptors 
70 x 6 Male (MAUSER) to 2” BSP Female ‐ Colour: Blue 
56 x 4 Male (TRISURE) to 2” BSP Female ‐ Colour: Orange 
DIN61 Female to 2” BSP Female ‐ Colour: Yellow 
DIN71 Female to 2” BSP Female ‐ Colour: Brown 
DIN61 Male to 2” BSP Female ‐ Colour: Grey 
DIN61 Male to 2” BSP Male ‐ Colour: Black 
O’ Ring for all the above adaptors when used with a drum tap 
2” BSP Male x 3/4” BSP Female plastic reducer for ¾” drum taps 
2” BSP Male x 3/4” BSP Female malleable iron reducer for ¾” taps 
2” BSP x 40mm i.d. (max) Universal Barrel Adaptor 
2” BSP Male Malleable Iron Plug to re‐seal drum 
¾” BSP Male Malleable Iron Plug to re‐seal drum 

Drum Wrench   
Drum wrench designed to safely fit & remove all above adaptors and also drum 
closures 

Mild Steel Drum Key 
Mild Steel Plated Drum Key suitable for steel or plastic drums.  Non‐slip  rubber grip
.

Brass Drum Key 
All brass, non‐sparking version of the DKS45.
 

Metal Fuel Can 
A high quality durable can which is built with a unique features including a more 
robust construction to other cheaper alternatives, a powder coated rust-resistant 
exterior paint, interior rezol enamel lining prevents rust, leak-proof bayonet cap with 
locking pin and an extra wide breather valve for a fast, smooth pour. 
10 Litre Capacity.  Dimensions 275(h) x 165(w) x 345(l)mm.

Stainless Steel Fuel Can 
Top-of-the-line, premium quality can comes with a robust triple handle.  Made 
from strong deep draw stainless steel pressings and hand made by a craftsman 
in Germany.  This has a screw cap fitting and the can will not rust.  There is a flexi 
pouring spout available and it comes with a robust tripe handle.  It is made from 
0.9mm thickness for ‘best in industry’ strength.  This has been manufactured to the 
highest standards for military and motorsport use, and tested to comply with German 
Standard – TÜV/GS.
10 Litre Capacity. Dimensions 275(h) x 165(w) x 345(l)mm.
 

FG4E  
FGU  

ADM  
ADTS  
ADDIN61  
ADDIN71  
ADUSIBC  
ADDIN2XM  
ADOR  
AD234P  
AD234   
BFKBA  
BFKP2  
BFKP3  

DKAD 

 

DKS45  

DKB45 
 

MFC10  

MFC10S  
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  � SAFETY CANS
Description Part Code

Justrite® Steel Type I Safety Cans 
For the storage and disposal of flammable & aggressive liquids and solvents. 3” 
(76mm) diameter filling/pouring spout, Integral flame arrestor, Trigger operated 
airtight cap, Self‐sealing and self‐closing, Carrying handle doubles as trigger guard, 
Additional back pouring handle. 
2.5 Litre Capacity,         
5 Litre Capacity,           
10 Litre Capacity,           
15 Litre Capacity,          
15 Litre Capacity,           
25 Litre Capacity,          

  

Justrite® Polyethylene Type I Safety Cans 
Where compatibility with steel is an issue this oval can is resistant to acids and 
corrosives as well as heat.  It has a self‐close lid, pressure relief mechanism 
and a dual density flame arrestor.  The can is FM approved and covered by a 
manufacturer’s 10 year warranty 
2 Litre Capacity 
4 Litre Capacity 
9.5 Litre Capacity 
19 Litre Capacity 

Justrite® Steel Type II Safety Cans 
Justrite® Type II Safety cans are manufactured from coated steel and feature the 
Safe‐Squeeze® systems for safe and controlled pouring.  The stainless steel flame 
arrester prevents flashback ignition and the sealed lid features automatic positive‐
pressure relief that vents between 3 and 5 psi (0.2 and 0.35 bar) to protect against 
explosion.  The cans are also Factory Mutual tested and approved. 
4 Litre Capacity 7.5 Litre Capacity 
9.5 Litre Capacity 19 Litre Capacity

 

Bench Cans 
Designed to deliver large amounts of fluid to swabs or cloths quickly and safely. 
A single‐handed stroke of the spring‐loaded perforated dasher plate delivers the 
desired amount of fluid yet leaves one hand free.  The dasher plate also acts as a 
flame arrestor and the lid prevents the escape of vapours when not in use.  Model 
no’s. 29 and 30 are bench cans for use on a workbench and Model no. 31 Swab Pail 
is of a larger capacity and equipped with a carrying handle. 
2 Litre Capacity,             Size: 140(h) x 178(Ø)mm 
4 Litre Capacity,             Size: 140(h) x 240(Ø)mm 
8 Litre Capacity,             Size: 270(h) x 240(Ø)mm 

Plunger Cans  
Designed to dispense measured and controlled amounts of flammable liquid onto a 
swab or cloth in a one‐handed movement leaving the other hand free.  By pressing 
down on the dasher plate, a measured film of fluid is delivered and as the plate rises 
up again any excess fluid drains back into the canister.  When in use, the dasher 
plate itself acts as a flame arrestor and when filling, the filler hole is again protected 
by a flame arrestor, both features removing the possibility of ignition and reducing the 
escapeof vapours  
0.5 Litre Capacity,   Dasher Size Ø35mm,   Size: 230(h) x 140(Ø)mm 
2.5 Litre Capacity,   Dasher Size Ø160mm,  Size: 245(h) x 180(Ø)mm 
5 Litre Capacity,     Dasher Size Ø160mm,  Size: 245(h) x 240(Ø)mm  

Model 05  
Model 1  
Model 2  
Model 3  
Model 3W
Model 5

Model 29 
Model 30 
Model 31 

 

Model 40  
Model 41 
Model 42  
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 � OIL CANS AND PRECISION OILERS
Description Part Code

Steel Safety Funnel
Manufactured from galvanised steel with durable epoxy power coat finish this funnel 
is ideal for use with flammable liquids and comes complete with a self‐closing lid.  
The design incorporates a fusible link that will melt at 74°C and shut the lid in the 
event of a fire.  This model can be used with liquids which have a ‘syrupy’ flow but 
free of un‐dissolved lumps and solid particle matter 
Flame arrestor: 813mm long 
Flame arrestor: 152mm

Metal Oil Cans 
Steel Body, Painted Finish, Brass pump mechanism, with interchangable spouts (rigid 
and  flexible). 
120cc Capacity 
300cc Capacity 
500cc Capacity 

Premium Oiler HDPE 
High‐grade oiler for professional use in all maintenance and service areas, containers 
made of HDPE  
Newly developed, high quality brass double pump mechanism with angled, rotating 
swivel. Oiling in every position possible

 

Premium Oiler Aluminium with Swivel Pump 
Highgrade Oiler for professional use in all maintenance anf service areas, containers 
made of Aluminium. 
Newly developed, high quality brass double pump mechanism with angled, rotating 
swivel.  Oiling in every position possible
PREMIUM Oiler Aluminium 300cc 
PREMIUM Oiler Aluminium  500cc 

Premium Fluid Atomiser Aluminium with Swivel Pump 
Highgrade Atomiser for professional use in all maintenance and service areas, 
containers made of Aluminium.  
Newly developed, high quality brass double pump mechanism with angled, rotating 
swivel. For atmozing thin oils, petroleum and other fluids in every position possible.  
Premium Fluid Atomiser Aluminium 300cc 
Premium Fluid Atomiser Aluminium 500cc  

General Purpose Fluid Dispenser 
Designed to dispense small amounts of fluid easily.  Suitable for a wide variety of 
liquids such as oils, non‐corrosive solvents, degreasers, detergents, ATF, brake fluids, 
kerosene, water.
1 Litre Capacity 

Polyethylene Translucent Dispensers 
Oil and chemical resistant bottles with an adjustable brass spout and nozzle to 
control the flow or to provide a leakproof seal. 
125ml Bottle 
250ml Bottle 
500ml Bottle
500ml Bottle with Polyethylene Angled Spout 

Model 120

54‐5111/G  
54‐5131/G  
54‐5151/G 

3308070 ‐ 300cc          

3308100 ‐ 500cc

33 090 60 
33 091 07 

 

33 094 28 
33 095 03 

 

GPD 

 

06864 
06865 
06866 
06766
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  � OIL SAFE DISPENSING AND STORAGE

Description Part Code

The Oil Safe container system is especially designed and manufactured for use in industrial plants, factories, 
mechanical workshops, mines, automotive garages and even in the home.  Problems with premature failure or 
damage caused by accidental or unnoticed contamination of lubricating oils and fluids are actually eliminated.  
Oil Safe containers and caps are all completely interchangable and colour coded to cover all requirements.  

Drums 
Extremely strong and durable, these containers are fully interchangable with Oil Safe 
lids and have an extra wide neck opening for rapid pouring and easy cleaning. 
1.5 Litre Can 
2 Litre Can 
3 Litre Can 
5 Litre Can 
10 Litre Can

Storage Lid 
With this lid, Oil Safe Drums can be pre‐filled for storage or easier transportation.  A 
convenient alternative to handling bulky 20 litre drums.  
Yellow (standard stocked colour) 
Red 
Green 
Blue 

Utility Lid 
This lid has a large opening for fast, controlled pouring.  Also for use with the Oil Safe 
Pump on a 3, 5 or 10 litre can.   
Yellow (standard stocked colour) 
Red 
Green  
Blue  

15‐1450  
15‐1200  
15‐1201  
15‐1202  
15‐1203 

 

15‐1205 
15‐1204 
15‐1206 
15‐1400 

 

15‐1208 
15‐1207 
15‐1209 
15‐1410  
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Description Part Code

  � OIL SAFE DISPENSING AND STORAGE CONT...

Oil Safes are Available in:  

Mini Spout Lid 
With an outlet diameter of 7mm this mini spout is ideal for lubrication where 
equipment filler holes are small.  
Yellow (standard stocked colour) 
Red 
Green  
Blue 

Stretch Spout Lid 
Designed for use where precise pouring of lubricants is required.
Recommended for lower viscosity oils (<ISO 220) 
Yellow (standard stocked colour) 
Red 
Green  
Blue 

Stumpy Spout Lid 
Ideal for applications requiring high lubricant flow or where very heavy fluids are 
being used.  
Yellow (standard stocked colour) 
Red 
Green  
Blue 

Pump Assembly 
A single‐action discharge pump which delivers approximately 1 litre for 14 
strokes.  Use with a Utility Lid on a 3, 5 or 10 litre Can.  Supplied with outlet hose 
and anti‐drip nozzle. 

Spout Lid Hose Extensions 
Flexible spout hose attachments for awkward or hard to reach areas. 
Stretch Lid Hose Extension 
Stumpy Lid Hose Extension 

15‐1440  
15‐1441  
15‐1443  
15‐1442  

15‐1214  
15‐1213  
15-1215
15‐1430  

 

15‐1211
15‐1210  
15‐1212  
15‐1420  

15‐1216  

15‐1218 
15‐1217

 

Yellow Blue Dark 
Green

Orange GreyRed Light 
Green

Purple Black Beige
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  � ATOMISERS, SPRAYERS AND FLUID MEASURES
Description Part Code

Zinc Die Cast Sprayer ‐ The alternative to aerosols 
Double‐acting brass pump with micro sprayer that gives microfine atomisation of low 
viscosity oils. 
500ml Capacity (other sizes available) 

Polyethylene Sprayer ‐ The alternative to aerosols 
Double‐acting brass pump with micro sprayer that gives microfine atomisation of low 
viscosity oils. 
500ml Capacity (other sizes available) 

Industrial Polyethylene Trigger Spray 
750ml Industrial Spray Dispenser for use with most oils, chemicals and many other 
fluids.

 

Heavy Duty Industrial Sprayers  
Suitable for a wide variety of industrial chemicals/degreasing agents and other liquids 
including water, fine oils, kerosene, chemicals and solvents compatible with low 
density polyethylene.  c/w pressure relief valve,  shoulder strap, stainless steel lance 
& adjustable spray nozzle.  Knapsack sprayers also available.
 
Industrial Trigger Spray Bottle 500ml 
Industrial Trigger Spray Bottle 1000ml
Master 1 Litre Capacity 
Master 1.5 Litre Capacity  
Master 2 Litre Capacity	   
Master 3 Litre Capacity 
Industry 5 Litre Capacity 
Industry 7 Litre Capacity 
Industry 9 Litre Capacity 
Industry 12 Litre Capacity 
Titan 12 Litre Capacity 
Titan 16 Litre Capacity 
Titan 20 Litre Capacity 
MX 20 Litre Capacity 
RX Electric 12 Litre Capacity 
VX Electric 20 Litre Capacity 

Water Wash Down Gun 
Heavy duty wash down gun for water.   
•  Brass body and stainless steel internals. 
•  Blue rubber cover for maximum comfort and long life. 
•  Fixed inlet ½” BSPF 
•  Max. Pressure 87 psi (6 bar), max. 
Water temperature 80°C. 
Water wash down gun ½” 

 

03 905 867  

04 905 867  

06267 

5PM050
5PM100
5PSAM 
5PSBM  
5PSCM
5PSDM 
5PI05 
5PI07 
5PI09 
5PI12 
5PT12 
5PT16 
5PT20 
5PMX20 
5PRX 
5PVX 

 

NOZ.P 
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Description Part Code

 � FLUID MEASURES AND FUNNELS

Heavy Duty Oil / Fluid Dispensing Cans  
Made from HDPE and suitable for a wide range of fluids including all oils & fuels, 
petrol, derv, kerosene, anti‐freeze, solvents, water, solubles, detergents, battery acid, 
thinners, etc.  Features include:  
• Long delivery spout for easy access 
• Two handles for controlled pouring 
• Drip & vapour stop cap on spout 

• Large 55mm dia. Filling aperture with 
screw cap 

• Graduated scale 
6 Litre Capacity 
10 Litre Capacity 

Plastic Oil Measuring Jug, graduated 
Transparent polypropylene jug with handle and pouring lip, graduated in millilitres. 
0.25 Litre 
0.50 Litre 
1.00 Litre 
2.00 Litre 
3.00 Litre 
5.00 Litre 
Also available in a set of 7 sizes: 100ml, 250ml, 500ml, 1 litre, 2 litre, 3 litre & 5 litre 

Polyethylene Oil Measures 
Strong modern design with improved stability.  Chemical and oil resistant.  Complete 
with a Polyethylene Flexible Spout 
0.5 Litre Measure 
1.0 Litre Measure 
2.0 Litre Measure 
3.0 Litre Measure 
5.0 Litre Measure 

Tin Plate Oil Measure 
High quality tin plate, conical top and conical body (heavy duty) 
2 Litre Capacity (other sizes available if required) 

Polyethylene Oil Measures with Dust Protection Lid 
Made of high grade polythene, white, heavy duty with dust protection screw cap and 
flexible, removeable spout with cap. 
Fluids are protected against the ingress of pollutants and the cap prevents drips or 
spillages 
Type J‐PE 1000 1Litre 
Type J‐PE 2000 2 Litre 
Type J‐PE 3000 3 Litre 
Type J‐PE 5000 5 Litre 

Polythene Oil Measures 
Made of White Heavy Duty high grade polythene 
1.5 Litre Measure 
5.00 Litre Measure 

 

OMC06 
OMC10  

33 300 64 
33 300 02 
33 300 19 
33 300 26 
33 300 33 
33 300 57 
POMS7 

 

07500  
07501 
07502 
07503 
07505  

33 120 15 

 

33 200 10 
33 200 27 
33 200 30 
33 200 58 

 

M10  
M50 
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  � FUNNELS
Description Part Code

Tin Plate Funnel with Strainer 
High quality tin plate funnel with strainer 150mm Diameter 
250mm Diameter

 

Tractor Funnel 
Large funnel with filter for removing solid contaminants and water from diesel fuel. 
Funnel 12” x 8” high 

Polyethylene Funnel with Lid  
Polyethylene funnel with anti‐contamination lid, screw on flexible spout with cap.  
180mm Ø Funnel 
220mm Ø Funnel 

Polyethylene Funnels 
Chemical and oil resistant funnels with a robust durable construction. 
50mm Ø, 50ml Capacity 
100mm Ø, 250ml Capacity 
150mm Ø, 700ml Capacity 

Chemical and oil resistant funnels with a robust durable 
construction and anti‐splash rim. 
200mm Ø, 2.9 litre Capacity 
250mm Ø, 3.2 litre Capacity 

With removable Brass Filter  
200mm Ø, 2.9 litre Capacity	   
250mm Ø, 3.2 litre Capacity 

Polyethylene Funnel Sets 
4 Funnel Set:  Ø 50, 75, 100, 120mm 
6 Funnel Set:  Ø 50, 75, 100, 120, 150 and the 02372 funnel with a removable brass 
filter 

Polyethylene Funnels with Handles 
Polyethylene funnels as above but with an integral handle, anti‐splash rim and 
removable brass filter 
160mm Ø, 1.3 litre Capacity 
160mm Ø, 1.3 litre Capacity, with Offset Spout 

Polyethylene Funnels with Flexy Spouts 
Chemical and oil resistant funnel with integral handle, anti‐splash rim and removable 
brass filter. 
160mm Ø, 1.3 litre Capacity with detachable 330mm flexible spout 
150mm Ø, 0.7 litre Capacity with black flexible spout (350mm) 

33 615 01 
33 625 08

 

FG12/B 

 

930000 
931000 

 

02361 
02363 
02365

  

02366 
02367 

 
02 366 017
02 367 020 

02360 
02 372 043 

 

02372 
02562 

 

02674 
02665 
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 � FUNNELS
Description Part Code

 � LADDERS

Aluminium Trade Painters Steps 
Good quality aluminium steps designed for trade use.  Size of top tread 120mm (5”). 
Width of serrated non‐slip step treads 80mm (3½”).  Locking Stays, good rubber feet 
fitted all round. 

 

EN131 Trade Platform Steps 
Good value trade steps.  Lightweight aluminium. Rigid and strong with maximum 
permissible load of 150kg.  Large serrated platform and wide anti‐slip treads.  High 
60cm safety rail and non slip feet. 

 

Aluminium Warehouse Steps 
Made to the same exacting standards as BS2037 Class 1 these aluminium steps are 
ideal for use in the factories and warehouses.  Rigid and braced for extra strength 
and stability. 

 

Fibreglass EN131 Industrial Steps 
Constructed to international standards, this is a range of fine quality fibreglass steps 
representing tremendous value.

 

Classic Ladders 
A range of ladders made to the exacting procedures demanded by the European 
standard.  Combines all the best features required by the user.

 

Trade Tower 
An aluminium tower system of exceptional design, quality and value.  Supplied in 
packs in either one lift, two lift or three lift sizes.  Extras include locking castors and 
adjustable leg assemblies.  

Lightweight Staging  
Alloy stiled constructed with box section alloy stiles and timber decking. 

ALMTPS 

 

TRDPTS  

ALUWS  

 

FBGIS 

 

CLSLR  

 

TDTR  

 

LGTWSG 

 

Polyethylene Drum Funnel 
Designed to minimise the risk of spillage when filling drums.  These funnels  
completely cover the top of the drum making them ideal to use on drums stored 
outdoors as it prevents water from collecting on top of the drum.  Complete with an 
integral strainer and hinged lid. 
Polyethylene Drum Funnel for 205 Litre (61cm dia) 
Polyethylene Funnel for IBC (64cm dia) 

Polyethylene Drum Cover  
Designed to prevent rainwater collecting on drums stored outside. This is critical as it 
is possible for water to contaminate the contents of a drum by entering via one of the 
threaded bungs

31‐1267 
31‐1387 

 

31‐1338  
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  � GARAGE INSTALLATIONS
Description

Call 01822 
855 885 to 
discuss your 
requirements  

Air Operated Oil Pumps 
We have a wide selection of air operated oil pumps to suit any application or fluid.

 

Hose Reels 
Powder coated and Stainless Steel Hose Reels are shown below but we have a large 
range for all fluids and airlines. 

Digital Hose End Meters 
Shown on page 23, but many other types are available if required. 

Pumpaway Waste Oil Drainers 
Waste oil drainers are shown on page 22, but other styles such as the one shown 
below are available for special applications.

 

Spill Pallets  
Please see page 33, or ask for our catalogue on Spill Control Products and Drum 
Storage for more information. 

 

Example of simple garage installation
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MISCELLANEOUS EQUIPMENT  �  
Description Part Code

Manual Rewind, Stainless Steel Portable Reel 
The CCPOR series hose reel offer a lightweight, portable means to transport longer lengths 
of hose around the workplace or site area.  Constructed in 304 grade stainless steel and 
comes complete with a 30 or 45mtr hose and Water Wash Down Gun.  Units are supplied 
as standard with 50mm wheels to ease transportation over uneven surfaces.

  

CTWA Stainless Steel, Spring Rewind Reel  
CTWA Compact, stainless steel hose reels are constructed in a heavy gauge 304 grade 
stainless steel for strength, performance and reliability.  Designed for harsh, corrosive 
environments or where hygiene is of primary importance.  They are ideally suited to 
washdown applications, in food processing and chemical manufacturing, but are also ideal 
for offshore/marine applications.  Standard length of hose 15m x 1/2” with a maximum 
working pressure of 300psi. 

 

Cardev Static Offline Filtration Machines 
Simple to install and use of multiple systems.  
Rugged Enclosed construction powder coated mild steel frame Over‐pressure protection 
Gear Pumpset ‐ 110V, 230V & 400V options available. Also available with  air diaphragm 
pump.  
Oil cleanliness maintained at “better than new*” levels  
• Up to 99.9% water removed (both free and 
dissolved water) 

• Removes microparticles down to 1 micron 
and smaller 

• Increases system reliability 
• Prevents system corrosion 
• Reduces component wear 
• Extends oil life and generates CO2 savings 
• Reduces operating costs 

• Enables filtration during operation or 
shutdown Suitable for all types of Industrial 
applications, e.g: 

   • Power generation 
   • Plastic moulding 
   • Cement Industry 
   • Manufacturing plants 
   • Service workshops 

Top Cleaner 900 Parts Washer  
Manual parts washers are required to clean many different types and size  
of parts contaminated with varying types of material from greases, release agents, and oils. 
The cold wash units are simple to use and maintain, constructed from stainless steel and 
using a high quality pump, they can be used with aqueous or traditional cleaning fluids. 
Available with electric or pneumatic pump   
• Flow through brush 
• Double diaphragm pump or electric submersible pump 
• Hand control on/off

Perfo Panel Trolley  
Perfo panel trolleys can be built to your individual requirements and are ideally suited as 
maintenance / lubrication mobile units for factory  environments.  There are many steel 
accessories that easily clip into place on the panels to hold a multitude of equipment. 

 

CCPOR  

CCTWA  




